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History: Chapter Ind §3 asit existed on Drecember 31, 1974, was repealed and a new chapter
Ind 53 was created Register, July, 1974, No. 223, effective January 1, 1975; chapter Ind 63
was renumbered to be chapter ILHR 53 effective 1-1-84,

. ILHR 53.01 Scope. This chapter provides the minimum requirements
for the structural design of all buildings, structures and foundations to
provide safe support of all dead loads, superimposed live and special
loads, without exceeding the prescribed allowable stresses or departing
from accepted engineering practice.

Note: chs. Ind 1000-2000, Safety and Health, provides requirements for the safe assembly of
materials at the construction site,

Note: References, All standards referred to in this chapter will be identified by the designa-
tion and the number of standard followed by a cross-reference, The cross-reference will give
fult detail of the subject name and year of standard. Example: ASTM C-55 [ILHR 51.25 (16)].

History: Cr. Register, July, 1974, No, 223, eff. 1-1-76.
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PART I — MINIMUM ALLOWABLE LOADS

ILHR 53.10 Dead loads. All buildings and structures, and parts thereof,
shall be designed and constructed to support the actual dead weight of all
component members in addition to the weight of partitions, ceiling fin-
ishes, floor finishes, stairways, safes and service equipment such as sprin-
kler systems, plumbing stacks, heating and air conditioning equipment,
electrical equipment, elevators, flues and similar fixed equipment which
become a part of the building. '

Note: Unless the project owner submits a written application for waiver, the department
will consider 8 pounds per square foot as minimum service equipment load.

History: Gr. Register, July, 1974, No, 223, off, 1-1-75,

ILHR 53.11 Live leads. (1) All buildings and structures, and parts
thereof, shall be designed and construeted to support the superimposed
live loads, specified in Table 53-I, uniformly distributed in pounds per
square foot of horizontal area. These load requirements shall be consid-
ered only as a minimum. In every case where the loading is greater than
this minimum, the design of the building or structure, or part thereof,
shall be for the actual load and loading conditions. The most severe dis-
tribution, concentration and combination of design loads and forces shall
be taken into consideration.

TABLE 53-1
FLOOR LOADINGS

Occupancy - PSF
(a) Business
1, OHICES srureriveriensses svssressnniossirnssssesisinesnstrresssssastenrtsesintsesssns B0
2. Offices with heavy business machines, heavy files, book
SEACKS 1viveiiirenirecinsnr e rrass st st aneses srratentssssssnressssnrene L0 0

{(b) Mercantile
1. Retail stores, shops, banks, restaurants, taverns, funeral
FLOTIIES 1.ueurererireimareneversrnrsesseerennerertssesssrasbnsenssnsssserssssstonssssn
2,  Wholesale SL0TeS cuiiimiisiireiisimmsmmeenreseriesiessisessessssesressrerss 120

(e} Industrial

- 1. Manufacturing, Hght .....covvmiimsiiiemerenins tressesrnsersenanesesiaess 100
2, Manufacturing, Neavy ..o i 150
(d) Storage -

1. Warehouse, light..inmuniiiieeo e, vererves 125
2, Warehouse, heavy.. e ererr s e rrerarients e 200
3. Paper storage
a, Compact erieneaninanen DO psi per ft. of ht,
D LO0SE tnivuiieiiienieenivesisnresrnsesesssents 30 psf per ft. of ht.
4. Garages—storage or repair........ pererreasrrenseeaire tirisressarententeses 80

or 8,000 pound axle load in any possible position (which-
ever produces larger stresses),
5. Parking decks

a,  All areas [or DASSENEEr CAYS vvvviiveirrsererrseersesrenssisssntersenes 50
b. Top floors, if open to sky, shall be designed for 50% of
the roof load specified in sub. (4) in addition 1o ,..eeceenns 50

¢. Express lanes and ramps with a slope of 12% or more,
the vertical loading (50 psf) shall be increased by 25%
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TABLE 53-1 Continued

Occupancy PSF

d. All areas for trucks and buses .. - 80
or 8,000 pound axle load in any possﬂ)le posﬂ:mn
(whlchever produces larger stresses)

(e) Assembly areas
1. Armories, drill FOOMS .ievvereersireeiiesseseresesssiersecerrsssnssnessesees 150
2.  Assembly halls, auditoriums, lecture halls, churches, iodge
rooms, theaters, courtrooms, balconies, with;:

a, Fixed seats...ieecnninsiesrnissons Frebvriserertirenisaratrrentebetnnatas 60

Di MOVADIE SEALS ccuvvvrcariniirevensirrasrisesraesssssssstnsesesssstessesens 100

3. Dancefloors gymnasiums, exhibition rooms, passenger sta-
tions, skatmg rmks, restaurant serving and-dining

AFBAS..eierrern. 100

4, Recreatlonal aleas such as howimg alleys and pool reoms i
5. Floars supporting portable reviewing stands and assembly
seating facilities with vertlcaI dead load less than 15
pounds per square foot...
6. STAZE fIOOIS crerrerruvrrensiuerusimersiestorscresassesesssnesseseensarasasesnensras 150
7. Floors supporting portable rev1ewmg stands and assembly -
seating facilities with vertical dead load of 15 pounds per

SAUALE fO0L OF MOTC..iivviiiveirrieinsreriesireessmssins srsesseassssresanes 100

plus the actual vertical dead load of | revtewmg stand or

assembly seating facility
(f) Educatlonal

Schools and related facilities

a, Classrooms, study rooms, ]aboratorles, dlsplay areas,
OffICES vruveerrerernrnirrsbeniesranessensssns Crireeenrain.

b. Floors of open plan schools v

¢. Industrial arts, home economxcs, musu: and band

s

TOOMS it rnussesiassesivssararsassarnnnsaivan SR 80
d. Gymnasitums, cafeterla areas ................. Verrenstir e rars 100
2. Libraries (public or in schools)
A, Reading areas v nsssen 60
b. Stack areas (20 psf per foot of helght) but not less than.150
3. Museums and art galleries .o uuvoreieerssesnssreerane everrresnnens 80

{#) Residential
Apartments, dormitories, guest rooms in hotels and
motels...o.ee.
2. Storage in apartment bulldmgs
(h) Institutional
Ward and private rooms in hospitals, nursing homes,

asylums, cells in penal institutions .o i 40
2.  Operating rooms in hospitals, (2101 (L SO 60
(i} Miscellaneous {applies to all occupancies above)
1. Stairways, corridors, vestibules, lobbies
a. in residential and institutional buildings ........oiveeisins: 80
b. in all other bUildings .vueeirecnininnerineriemsiesssnensrine 100
2. Rest rooms and toilet rooms in public p}aces rerriinsreaensDl)
3. Equipment rooms (heatmg—ventxlatmg mechamcal elec-
trical) equipment weight plus 40 psf, but not less than........ 5
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TABLE 53-1 Continued

Occupancy PSF

4. Structural sidewalks and promenade decks
a, with no vehieular restriction ..o esiinaresreneeeen 250
or 12,000 pounds goncentrated load in any position
b. with vehicular restriction ..ueveeenionnns erntieie O, 100
5. Walkways and elevated platforms, other than exitways, :
and their supports serving as access to equipment rooms
and other normally unoccupied areas......u.ve... U RN 60
6. Accessible, nonstorage attics and catwalks.......ceue. tearenans veeee2D

{(2) Loads not specified in ‘Table 53-1. See s. ILHR 53,11 (1).
(3) Live load reductions,

(a) No reduction of live load shall be allowed in the design of any slab
or joist,

{b) No reduction of live load shail be allowed in the occupancies men-
tioned in Table 53-1 pars. {d) storage and (e) assembly areas.

..(e¢) For determining the total live load carried by foundations, col-
umns, piers, and walls, the following reductions can be applied to the
entire floor area tributary to these members:

carrying the roof......... . 0%  carrying 5 floors and roof..c.eiinsen. 38%
carrying 1 floor and roo we 0% carrying 6 floors and roof, w 38%
carrying 2 floors and roof.... e 10%  carrying 7 floors and roof. o 40%
carrying 3 floors and roof.... veeree 20%  carrying 8 floors and roof.... oo 48%

carrying 4 floors and roof 25%  carrying 9 or more floors and roof....... 50%

(d) Except for roofs, a reduction in live load of one % per 20 square feet
is allowed for beams and girders which have a tributary area in excess of
150 square feet. The maximum reduction should not exceed 16% and
such reduction shall not be carried into the structural members support-
ing these beams and girders,

{4) RooF Loaps, Roof structural members subject to snow aceumula-
tion shall be designed for all of the following roof load distributions,
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00F LOARS
one_ | 40 PSF
Zone 2 1 30 RSF

Zone Map_ for Roof Loads

{a) 1. Except as provided in subd. 2., full load as indicated in the zone
map for roof loads distributed over the entire area. The loads shall be
applied to the horizontal projection of the roof.

2. a. Roofs, except of greenhouses, with an unobstructed slippery sur-
face such as glass, plastie, metal, slate or similar material that will ailow
snow to slide off the eaves and having a slope (¢) exceeding 30°, may be
designed for a load determined by multiplying the roof load specified in
par. (a) (intro), by a slope factor {Cg) using the following formula:

a — 80"\
Gy = 10 -(*——_‘m° ) _

b. Roofs of greenhouses shall comply with the requirements of s,
ILHR 62.96. : .

{b) Unbalanced or partial! loading for the following conditions:

1. Fuli load on the leeward Side and one-half load on the windward side
of sloped roofs having a pitch of 15° or more;

2, Full load on the end span of continuous purlin members haviilg a
trlbutarydarea of 200 square feet or less and one-half on the remaining
spans; at

8. a. Except as provided in subpar. b., full load on any one poftiop of
the roof area and one-half on the remaining portion of the roof area, in a
Register, December, 1983, No. 336
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manner to produce the greatest effects on cantilever members and the
anchor spans.

b. Cantilever roof framing design shall include anchorage and supports
capable of providing stability for full load applied on the cantilever with-
out relying upon possible live load on the anchor span. Where a canopy
roof is cantilevered on both sides of a single line of eolumns, the columns
and foundation shall be designed for full load on the portion of the roof
on one side of the column line and no load on the other side,

. (e}* Nonuniform load caused by excess snow, ice or water accumula-
tion at roof level elevation differences, parapets, canopies, valleys and
similar areas.

1. The nonuniform snow leading shall be determined by multiplying
the indicated roof load by a snow load coefficient (Cg) appropriate for the
roof area considered.

S = Cgp
where 8 = design snow load, psf

g = roof live load as indicated in the zone map for roof loads
{see par. (a)]

Cg = snow load coeflicient

Note: Acceptable snow load distribution and coefficients (Cy) for typical roof configurations
are given in Appendix A, Additional information can be foun% in the “Commentary on Snow
Loads,” in supplement No. 4 to the National Building Coede of Canada.

2. The roof load shall be increased to account for the accumulation of
drifting snoi on the lower of multi-level roofs if the upger roof is part of
the same building or of an adjacent building not more than 15 feet away.

(d)* 1, Roof designs incorporating storm drain sizes less than those
specified ins. H 62,05 [ILHR 82.05] (8), shall be investigated by caleula-
tion ltl? de%ermine if stability of the building or structure due to ponding
is achieved.

* 2. When roof drains are needed to remove precipitation and are the
sole means of water escape, there shall be plage'd in all parapet walls,
scuppers or relief openings to prevent overloading of the roof,

History: Cr. Register, July, 1974, No, 223, eff, 1-1-75; am. {3) (d) and (4} (a), Register, De-
cember, i974, No. 228, off, [-1-75; am, (1) {d) b b, Register, December, 1977, No. 264, eff, 1-1-
78: 7. and recr. {4), Register, January, 1980, No, 289, eff, 2-1-8¢; am, (1) {d} b. b. and (e) &., er.
(1) {e) 7. and (4} (e), 7. and reer. (4) (a) 1., Register, Decerber, 1981, No. 812, eff, 1-1-82; cr.
(1) (g) 2., (i) b. and 6., r. and recr. (4) {a) and (b}, r. i4) {(¢), renum, {4) (d) and (e) tobe (4} (¢)
and (d}, Register, December, 1983, No. 336, f. 1-1-84.

ILHR 53,12 Wind leads. (1) LoADING. Every building (including all
components of the exterior wall) and structure shall be designed to resist
a minimum total wind load in accordance with the following table:

Up to 50 feet ocvvvreninans rrssersrsarrereressrsanrssmnrenssrnesssanssanss S0 PSE
QOver 50 to 100 feet ......... rveireeireresserrsanssnsnranissrensernssanns 20 P8I
Over 100 to 150 feet .......... reresieereninrensraesssarvorsesastensenss 90 PSE

*+See Appendix A for further explanatory material.
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Over 150 to 200 feet .....vvvivneenes rervrnsrresrisanrnnas vereeraees vernne B0 psf
Over 200 feet....cuaiinimc s 40 psf

The wind pressure shall be taken on the gross area of the vertical projec-
tion of the building or structures facing the wind. No allowance shall be
made for the shielding effect of other buildings and structures. For pur-
poses of wind load design, the height shall be measured above the aver-
age level of the adjoining ground.

(2) UPLIFT AND SUCTION FORCES. Buildings and structures, including
attachment of roof to building or structure and anchorage of building or
structure to the foundation, shall be designed and constructed to with-
stand a wind pressure acting outward normal to the surface equal to the
values set forth in sub. {1}, These suction and uplift forces need not be
considered as additive to the design wind loads in the overall analysis of
the building or structure, Roof overhangs, eaves, cornices, canopies and
buildings open on one or more sides shall be designed and constructed to
withstand an upward pressure of at least 30 PSF, unless a higher value is
indicated in sub. (1),

(3) OVERTURNING MOMENT. The overturning mement due to wind load
shall not exceed % of the moment of stability due to dead load only, un-
less the building or structure is anchored to foundations of sufficient
weight to resist this force. The weight of earth superimposad over foot-
ings may be used to caleulate the dead load resisting moment. Sufficient
diaphragm bracing, diagonal bracing or rigid connections between
uprights and horizontal members shall be provided to resist distortions.

(4) SHAPE FACTORS. The following shape factors may be used for the
design of structures such as ehimneys, tanks and solid towers in conjune-
tion with sub. (1).

Horizontal cross-section . Shape factors
5QUATe O TeCtANFUIAT . viivvrriinuiiniriiiiesrsroneisressresasssensnseniennes 1.0
hexagonal or 0ctagonal......ccuvmiiinronenonene . 0.8
round or elliptical.i...cvmeiiinmecreien PP OOTPR | X ;

(b) WIND LOAD ANALYSIS. More exact wind load analysis will be ac-
ceptable if a recognized procedure is used. :

Note: The department will accept recognized procedures such as, but not limited to Depart-
ment of Navy, Bureau of Yards and Docks, NAVFAC DM-2 (Dec, 1967); or “Wind Forces on
Structures,” by the Structural Division of ASCE Test Committee on Wind Forces (ASCE
Transactions, Vol. 126, Part 11, Paper No. 3269). ;

Histery: Cr. Register, July, 1974, No. 223, eff. 1-1-75; am. (2), Register, December, 1978,
No, 252, eff, 1-1-77.

. ILHR_ 53.13 Impaci loads. Structural:elements carrying live -loads. wl{ich
induce impact shall have the live loads increased by the following mini-
mum pereentages in the structural design consideration of the forces:

For supports of elevators......... Sttt tabe s rnarteeransersssresssnverses 100
For traveling erane support girders, monorail supports, and
their connections:
Cab operated eranes ...ccccienuconismsienmien, ibereranren st e O
Top running pendant operated cranes....oee.vmrinanenien coinrennnnn 10
Register, December, 1983, No. 336
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Underhung and monorail cranes ......ocvveerrrerneeniesnne. erarsesresseranes 25

For supports of light machinery v, ereaaeerre S 20
Tor supports of vibrating machinery or power driven units ....ooveeiiine B0
For hangers supporting floors and balconies ..o, 33

Iliélory: Cr, Register, July, 1974, No. 223, eff. 1-1-75; r. and recr. (I}, renum. (2) to be 53,14,
?Eister, December, 1977, No, 264, eff, 1-1-78; am, Register, December, 1983, No. 336, ¢ff, 1-

ILHR 53.14 Horizontal and longitudinal crane forces, The lateral force
on crane runways shall be equal to 20% of the sum of the crane capacity
and the crane trolley (but exclusive of other parts of the erane). The force
shall be assumed to be applied at the top of the rail, one-half on each side
of the runway, and shall be considered acting in either direction normal
to the runway rail. The longitudinal force (in the direction of rail) shall
be taken as 10% of the maximum wheel loads of the crane applied at the
top of the rail, :

History: Cr. Register, July, 1974, No, 223, eff, 1-1-75; renum, from 53,13 (2), Register, De-
eember, 1977, No. 264, eff, 1-1-78. :

ILHR 53.15* Load combinations. Allowable stresses may be increased
33%% when wind loads are acting in combination with dead, live and
impact (if any) loads. The section computed on this basis shall be not less
than that required for the design dead, live and impact (if any) loads,
computed without the 331%% stress increase, The most severe distribu-
tion, concentration and combination of design loads and forces shall be
taken into consideration, as specified in s, ILHR 53.11,

Hislory: Cr. Register, July, 1974, No. 233, eff, 1-1-75, am, ister, December, 1975, No.
248, off. 1-1-76; renum. from 53.14, Register, December, 1977, No. 264, eff. 1-1-78,

ILHR 53.16 Stahility. (1) GENERAL. (a) Provisions shall be made to
assure stability of the structure as a whole and lateral, torsional and local
stability of all structural parts.

(b) Instability, including sway effects or lateral displacement, pro-
duced by vertical loads or vertical and lateral loads acting on the strue-
ture shall be taken into account in the design of all structures and strue-
tural members,

{2) CALCULATIONS AND TESTING, (a) Calculations verifying structural
stability dshall be submitted under s, JLHR 50.12 (4) (a) and (b) when
requested.

{b) Bracing systems, for which the strength and stifiness cannot be
calculated, shall be substantiated by test reports.

History: Cr. Register, December, 1983, No. 336, eff. 1-1-84,

ILHR 53.17 Inierior nonload-hearing walls and partitions. Interior non-
Ioad-bearing walls and permanent partitions more than 6 feet in height
shall be designed to resist a lateral load of not less than & pounds per
square foot of wall area, Movable or folding partitions are not required
to meet the load eriteria but shall be anchored to the supporting struc-
ture if their height exceeds 6 feet.

History: Cr. Register, December, 1983, No. 336, eff. 1-1-84,

*See Appendix A for further explanatory material,
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PART II — FOUNDATIONS

ILHR 53.20 General. All submittals for plan examination of new huild-
ings or structures, and for the alteration of a permanent structure which
requires changes in foundation loads and distribution, shall have the soil
tﬂpes and bearing capacities (Indicating verified or presumptive) used in
the design of footing and foundations shown on the plans, Sufficient
records and data to establish the soil character, nature and load-bearing
capacity shall be available to the department upon request.

History: Cr, Register, July, 1974, No, 223, eff. 1-1-75.

ILHR 53.21 Sail hearing capacity, Bearing capacity of soils shall be de-
termined by one of the following methods: . ;

(1) VERIFIED. The soii shall be subjected to field or laboratory tests to
determine its bearing capacity. A report, certified by a registered archi-
tect or registered professional engineer, shall be available to the depart-
ment upon request, : ‘

(2) PresuMPTIVE, (a) The type of soil under buildings shall be as-
signed a value not exceeding the bearing capacity, in pounds per square
foot, as specified in Table 53-I1. The type of soil shall be determined by
explorations made at or adjacent to the site, The actual loading of the
soil shall not exceed the specified bearing capacity unless verified by a
written report as explained in sub. (1).

TABLE 53-11.
PRESUMPTIYE SOIL BEARING VALUES

Type of Seil PSF

1. Wet soft clay; very loose silt; silty ¢lay....vimmisaamiemn. Verified method
: : . ‘ 3. ILHR 53.21 (1)

2. - Loose fine sand; medium clay; loose sandy clay soils.... . 2,000

3. Stiff clay; Hrm inorganic Sl e inomonines e

4. Medium (firm) sand; loose sandy gravel; firm sandy clay

2. ]Ilt)enﬁe sand and gravel; very compact mixture of clay, sand and grave

areepessanivan

(b) The presumed soil bearing values shall be confirmed by exploring
the type of soil to a depth of at least 5 feet below the footings during or
before construction. The designer shall submit a report of confirmation
to the department upon request.

(¢) Where the bearing materials directly under a foundation overlie a
stratum having smaller allowable bearing values, such smaller values
shall not be exceeded at the level of such stratum.

History: Cr, Register, July, 1974, No. 223, eff. 1-1-76; am. {2) {b), Register, December,
1976, No. 252, ff. 1.1.77,

ILHR 53.22 Unprepared fill material, organic material. No foundation of
buildings or structures shal be placed upon unprepared fill material, or-
ganic soil, alluvial soil or mud unless evidence has been presented to the
department showing that the proposed load will be adequately sup-
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ported, This evidence shall be in the form of a written report and shalt be
based on soil analyses, load tests or other acceptable criteria,

Nole: The decomposition of erganic material in land&l sites established for the disposal of
organic wastes may produce odorous, toxic and explosive cancentrations of gas which may
seep into buildings through storim sewers and similar underground utilities unless provisions
are taken to release the gases to the atmosphere,

History: Cr. Register, July, 1974, No.R23, eff. 1-1-75.

ILHR 53.23 Frost penetration. (1) DEPTH. Footings and foundations -
shall be placed below the frost penetration level, but in no case less than
42 inches below adjacent ground. Such footings shail not be placed over
frozen material,

{2) FLOATING SLABS AND GRADE BEAMS, The edges of floating slabs and
grade beams neet not be installed below the minimum frost penetration
provided adequate measures have been taken fo prevent frost forces
from damaging the strueture.

~{8) WALKS, STOOPS AND RAMPS ADJACENT TO REQUIRED EXITS. The edg-

es of walks, stoops or ramps or the footing and foundation of waiks,
stoops or ramps need not be installed below the minimum frost penetra-
tion line provided adequate measures have been taken to prevent {rost
forces from damaging the structure or aﬂ’ectmg the structure in such a
manner as to obstruct the exit.

" Note: Also 500 8, lLHR 52.21-—location and maintenance of exits, ‘

Hislory: Cr. Reglster,July, 1974, No. 223, efi. 1-1-75; r, and récr., Register, January, 1980,
No. 289, eff. 2-1-80,

ILHR 53,24 Piling, (1) GENERAL REQUIREMENT. Pile foundations shall
be designed and installed to adequately transfer the structure loads to
underlymg or adjacent soil bearing strata,

(2) INSTALLATION, Piles shall be handled and installed to the requlred
penetration by methods which leave their strength unimpaired and that
develop and retain the required load bearing capacity. Any damaged pile
shall be satisfactorily repaired or the pile shall be rejected.

(3) ALLOWABLE LOADS BASED ON SOIL CONDITIONS. (a) By driving
formula, For individual pile design loads not exceeding 40 tons per pile,
the safe working load may be deter mmed bya recogmzed formula or by
the foIlowmg formula.

P

Il

2WH for drop hammer :

S+1 : ‘
P = 2E for double-acting hammer

TE0T .

in which:
P = safe load (Ibs.)
W = weight of striking part of hammer (Ibs.)
H = fall of striking part of hammer ({t.)
Tt = manufacturer’s rated energy (ft. — Ibs.)

S = average penetratibn of pile under last 6 blows (inc]ies,’b_low)-
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(b) Substantiation of higher allowable loads. Allowable loads greater
than 40 tons will be permifted when substantiating data justifying such
higher loads is submitted to the department by a foundation designer
knowledgeable in the field of soil mechanies and pile foundations and fa-
miliar with the loeale of the proposed project, Substantiating data such
as fest borings, laborafory test results, soil profiles, and pile load tests
may be reguired by the department. The load test shall be in accordance
with the procedure outlined in ASTM D-1143 [ILHR 51.25 (45)).

(¢} Group pile action. When friction piles are placed in groups, consid-
eration shall be given to the reduction of load per pile.

(d} Piles in subsiding areas. Where piles are driven through subsiding
fills or other subsiding strata and derive support from underlying firmer
material, consideration shall be given to the downward frictional forces
which may be iinposed on the piles by the subsiding upper strata,

(e) Lateral support, Water, air and fluid seils shail not be considered as
offering lateral support to piles, In any other type of material the piles
may be designed as a short column. Positive permanent lateral support
shall be provided at or near the top of all piles.

(4) ALLOWABLE LOADS BASED ON PILE MATERTAL STRENGTH. (a) The
compressive stress in any cross-section of a pile shall not exceed the nor-
mal allowable compressive stress of the material used for the pile, except
as given in sub, (5). The piles may be designed as short columns except as
stated in sub. (8) (e).

(b) End-bearing piles. For end-bearing piles more than 40 feet in
length, it may be assumed that 756% of the load is carried by the tip,
except for piles installed in & material referred to in s, ILHR 53,22,

(e) Friction piles. For friction piles, the full load shall be computed at
the eross section located at two-thirds of the embedded iength of the pile
measured up from the tip.

. (5) TYPE OF PILES, (a) Timber piles, Timber piles shail conform to Na-
tional Design Specifications, Part X [s. ILHR 61.27 (8)]. In addition, the
tops of treated piles, at cutoff, shall be given 3 coats of hot creosote, fol-
lowed by a coat of coal-tar piteh; and the cutoff shall be encased not less
than 4 inches in conerete footing of the foundation.

{b} Precast concrete iles. Precast concrete piles shall be east in one
piece and shall attain a compressive strength of not less than 3,000 psi
prior to driving, There shall be 2 minimum concrete covering of 2 inches
over all reinforcing bars. Precast concrete piles shall be designed to resist
stresses induced by handling, driving and super-imposed loads.

(e) Cast-in-place concrele piles. All concrete for cast-in-place piles shall
develop a compressive strength of not less than 3,000 psi. Reinforcement
shall have a conerete cover of one inch in cased piles and 2 inches in un-
cased piles. '

.. 1. Uncased piles. Cast-in-place piles in contact with earth shall be lim-
ited inlength to 30 times the average diameter of the pile. The allowable
compressive stress in concrete shall not exceed 0.83 f’c. The concrete
shall be deposited in a shaft free of foreign matter in a continuous opera-
tion so as to insure a full sized pile without voids or segregation.
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2. Metal formed piles. Cast-in-place piles in contact with a steel shell
or casing shall have a minimum tip diameter of 8 inches and a minimum
average diameter of 10 inches. The shell and casing shall be sufficiently
strong to resist collapse and sufficiently watertight to exclude water and
foreign material during the placing of concrete, The shell or casing can-
not be considered as a load carrying part of the pile, The allowable com-
pressive stress in conerete shalhbe as stated for uncased piles, but it may
be inereased to a maximum value of 0.40 f’¢ if the following conditions
are satisfied: '

a. The thickness of casing is not less than 0.0747 inches (14 ga AISI).

* b, The casing is seamless or is provided with seams of sirength equal to
that of the casing, ‘ - : ‘ '

¢, The pile diameter is not greater than 18 inches.

{d) Concrete-filled pipe and tapered tubular piles. Concrete-filled pipe
and tapered tubular: piles may be driven open-ended or closed-
ended, Pipe or tapered tube piles driven with closed ends shali be treated
as a cast-in place concrete pile with metal casing and shall be governed
by the same regulations applicable thereto with suitable load-bearing al-
lowance made for the metal casini;. ‘When driven open-ended to rock, no
concrete shall be deposited until the pipe is cleaned free of ali soil or loose
rock chips and satisfactory proof furnished of the condition of the rock,
The allowable stress in steel is .35 Fy but shall not exceed 12,600 psi. The
minimum wall thickness of all load-bearing pipe, tube and shells shall be
1/10 inch, When the sotl surrounding the pile contains destructive chemi-
¢al elements, the pile shall be provided with an approved protective jack-
et or coating which will not be rendered ineffective by driving,

(e} Structural steel piles, No section shall have a nominal thickness of
metal less than 3/8 inch. When an H-shaped section is used; the flange
prejection shall not be more than 14 times the minimum thickness of
metal, The steel stress shall not exceed 0.35 Hy.

_ ‘History: Cr. Register, July, 1974, No. 223, eff. 1-1.75.

ILHR 53.25 Seiilement. Where footings or floating slabs are placed
upon ¢lays or other materials which are subject to settlement, an analy-
sis for such buildings shall include consideration of total and differential
settlements anticipated, - IR : .

History: Cr. Register, July, 1974, No. 223, eff, 1-196. i ‘

ILHR 53.26 Protection of adjoining property, (1) Any property owner
(owner of aninterst in Jand) making or causing an exeavation to be made
to a depth of 12 feet or less, below the grade, shall protect the excavation
so'that the soil of adjoining property will not cave in or settle, but shall
not be liable for the expense of underpinning or extending the foundation
of buildings on adjoining properties where the excavation is not in excess
of 12 feet in depth. Before commencing the excavation the person mak-
ing or causing the exeavation to be made shall notify in writing the own-
ers of adjoining buildings not less than 80 days before such exeavation is
to be made and that the adjoining buildings. should be protected. The
owners of the adjoining property shall be given access to the excavation
for the purpose of protecting such adjoining buildings.
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{a) Ezceplion. The 30-day time limit for written notification may be
waived if such waiver is signed by the owner of -adjoining properties.

{2) Property owners (owners of an interest in land) making or causing
an excavation to be made exceeding 12 feet in depth below the grade shall
protect the excavation so that the soil of adjoining property will not cave
in or settle, and shall extend the foundation of any adjoining buildings
below the depthof 12 feet helow grade at their own expense. The own-
er(s) of the adjoining buildings shall extend the foundations of their
bmldmgs to a depth of 12 feet below grade at their own expense as pro-
vided in the precedmg paragraph

History: Cr. Register, February, 1978, No, 266, eff. 3-1-78.

ILHR 53.27 Cut or fill slopes. (1) PERMANENT CUT OR FILL SLOPES, Cuts
or fills adjacent to any building, structure or property line shall be so
constructed or protected that they do not endanger life and/or property,
Permanent cut slopes shall not be steeper than 1% horizontal to one ver-
tical and permanent fill slopes shall not be steeper than 2 horizontal to
one vt(alrtlcal unless substantiating data Justxfymg steeper siopes are sub-
mitie .

(2) TEMPORARY CUT OR FILL SLOPES. For temporary cuts and fills, refer
to e¢hs, Ind 6—Trench, Excavation and Tunnel Constructton and Ind
35—8afety in Construetion,

History: Gr. Register, July, 1974, No, 223, eff. 1-1-75.

ILHR 53.28 Pole foundations. Structures that use poles embedded in
earth or embedded in concrete footings in the earth fo resist axial and
iateral loads shall have their depth of embedment determined as specified
1n thls sectlon :

(1) CONSTRUCTION BACKFILL REQUiREMENTS. The space around the
pole shall be backfilled in accordance with one of the following methods:

{a) The hole shall be made 4 inches larger than the diameter or diago-
nal dimension of rectangular or square poles. It shall be backﬁiled with
2,000 psi concrete, .

{(b) The back{ill shall be of thoroughly compacted clean sand.

{2) ALLOWABLE LATBRAL SOIL PRESSURE. In the design of
nonrestrained and restrained poles, unless a more exact soil analysis
method is used, the allowable passive 3011 pressure shall be determined in
accordance with Table 53-111.
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TABLE 53-11
ALLOWABLE LATERAL SO, PRESSURE

Allowable Passive Soil Pressure (E');

Soil Types (see Table 53-11) psf per.foot of depth below grade
1 and 2 (not well drained) . ' o 100

2 (well drained) o ‘ P 150

3 {weil drained) . 200

4 (well drained) . 300
5 and 6 (well drained) - 400

'81 and 83 values shall not exceed 12 times the allowable passive 50il pressure (p).
¥alues may be increased 33%% for wind loads.
3Where %-inch horizontalmovement of the pole at ground surface can be tolerated, the values

shown in Fable 83-11T may be increased 100%, provided the individual poles are spaced a
minimum distance of 6 times B center to center.

(3) DESIGN-NONRESTRAINED POLES. The following formula shall be
used in determining the depth of embedment required to resist lateral
loads where no restraint is provided af the ground surface, unless other
methods are approved by the department.

L4 A |/ © 4360
| d= E(lJr 1+ _T_ )

where: ¢ = depth of embedment, ft,
A=23P
81 B
-P = applied horizontal force on pole, 1b, -
S, = pd/3, see Table 53-111

Note: For first approximation of “d”, the following formula may be used:

3
d = i2h P
Bp

. B = diameter of concrete casing, ft.; when nonencased in concrete, diameter or diagonal
dimension of square or rectangular pole, {t,

h = height above the ground, in feet, at which the force “P" is applied. If the pole has
fixity at the top, such as provided by a knee brace, the foree “P" acts at the inflection
point. The inflection point may be assumed at % of the distance from the ground to
the knee brace for round poles, or % of the distance from the ground to the knee brace
for square poles.

p = allowable lateral passive sof} pressure, psf.

Note #2: When a frame analysis is used, h = M/P, where M = bending moment on the pole
at the ground surface.

(4) DESIGN—RESTRAINED POLES. Where restraint is provided at the

ground surface, such as a rigid floor or pavement, the depth of embed-
ment shall be in aceordance with the following formula:

4.25 h P

d = S3B  where: S3=pd, see Table 53-1I1

(5) MOISTURE, A preservative {reatment shall be applied to poles
subjected to moisture. :
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Noie: The department will accept poles treated in accordance with the standards of the
American Wood Preservers Association for preservative treatiments.

History: Cr. Register, July, 1974, No, 223, ‘eff, 1-1-75; am. (2) and {3), cr. (4), Register, De-
cember, 1976, No. 252, eff. 1-77 renun. (2), {8)and (4)to be (8), (4) and {5), er. (2}, Regis-
ter, December, 1977, No. 264, e[[ 1-1-78,

PART III — MASONRY

ILHR 53.30 General. (1) Scope. The requirements of ss. ILHR 53.30
through 53.36 herein shall apply to the ‘design, construction and materi-
als used in all masonry and similar work under this code.

(2) DERNITION, Masonry as used herein shall be considered as any
built-up construction or combination of building units or materials of
clay, shale, concrete, stone, gypsum, glass, metal or other approved
units.

(3) DiMEnsioNs, Dimensions specified herein are nominal unless
otherwise stated. The actual dimensions may vary from the nominal by
the thickness of a mortar joint, but not more than one-half inch.

History: Gr. Register, July, 1974, No. 223, eff. 1-1-75.

ILHR 53.31 Materials. (1) GENERAL REQUIREMENTS. Components used
in the construction of masonry shall be as requlred in ss, LHR 53 311
through 53.3186.

(2) LABELING. All packaged matenals shali be clearly identified hy
name (portiand cement, masonry cement lime, gypsum, ete.) and apph-
cable standards which are met,

Histery: Cr. Register, July, 1974, No, 223, eff, 1-1-75.

ILHR 53.311 Masonry units, (1) GENERAL, (a) Solzd and hollow units, A
solid masonry unit is a unit whose net cross-sectional area in every plane
parallel to the bearing surface is 75% or more of its gross cross-sectional
area measured in the same plane. A hollow masonry unit has a net cross-
sectional area less than 756% of its gross cross-sectional area,

(b) Quality. All masonr ¥, units shall be free from cracks, laminations
and other defects or deficiencies, including adrmxtures and coatings,
which may interfere with proper Iaymg of the umt or impair the strength
or permanence of the strueture., .

(¢) Used masonry unils. Masonry units may be reused when clean,
whole and conforming to requirements for new masonry units. '

(d) Marking requirements. Masonry units shall be of distinctive design
or appearance, or marked so that the manufacturer is ldentlﬁed as re-
quired by the department.

" (8) Surface condition al lime of use. Every masonry unit shall have all
surfaces, to which mortar or grout is to be applied, capable of developing
the required strength and bond, Coating or facings permitted and ap-
plied to masonry unit surfaces prior to their installation shali not super-
sede this requirement,

(f) Positioning in s!mclure. Hollow masonry units shall be laid only in
positions as tested for compliance.
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(2) CLAaY AND SHALE UNIES, Clay and shale units shall be made of
burned clay or shale or mixtures thereof with or without admixtures.

(a)' Solid units (briek). Units shall conform to grade SW requirements
of ASTM C-62 [s, ILHR 51.25 (19)1.

(b) Hollow unils { tile and hollow brick). 1, Load-bearing units. Units for
use in load-bearing and exterior walls shall conform fo grade LBX re-
quirements of ASTM C-34 [s. ILHR, 51,25 (11)], or grade SW require-
ments of ASTM C-652 [s. ILHR 51.25 (41)]. ;

2, Nonload-bearing units. Units for use in nonload-bearing partitions
shall be specially marked and shall conform to the requirements of
ASTM C-56 [s. ILHR 51.25 (17)}, Such units may also be used for non-
structural purposes in conerete floor construction,”

3. Units for floor construction, Units for structural use in-floor con-
striction shall conform to grade FT 1 requirements of ASTM G-57 [s.

ILHR 51.25 (18)].

{8} CoNCRETE UNITS, Conerete units shall be made with portland ce-
ment, water and suitable mineral aggregates, with or without admix-
fures, st om0

(a;)" Solid unils. 1 Smeall units (bri‘cﬂz). Units shall conform to grade N
requirements of ASTM C-56 [s. ILHR 51.25 (16)].

'&2.. Lérge units‘(sdlid'block.). Units shall conform to gréde N require-
ments of ASTM C-145 [s. ILHR 51.25 (30)],

(b) Hellow units {blocks). Units shall conform to grade N requirements
of ASTM C-90 [s. ILHR 51.25 (21)].

{4) NATURAL sTONE. All natural building stone for use in masonry
shall be sound and free from loose or iriable inclusions, and shall meet the
strength and fire resistance requirements for the proposed use, Where the
cleavage plane of stone units is pronounced, the stone shall be laid only
on its natural bed. Stone exposed to soil, weather or frost action shall be
such that the strength and structure of the stone will not be affected

when so exposed.

(5) Cast sTONE, Units covered under this category are homogeneous
or faced, dry cast conerete products other than conventional concrete
masonry units {brick or block), but of similar size..

(a) Composition. Units shall be made with portland cement, water and
suitable n[;ineral aggregates, with or without admixtures, and reinforced
if required. )

(b} Standards, Units shall have a minimum compressive strength of
6500 psi and a maximum water absorption of 6% when tested as 2 x 2
inch cylinders or cubes. C :

'(6) ARCHITECTURAL PRECAST CONCRETE. Units covered under this eat-
egory are homogeneous or faced, wet cast nonload-bearing concrete
products. Load-bearing precast concrete units shall conform to the re-
quirements of s, ILHR 53.40. . .

ister, December, 1983, No. 336

Building and heating, ventilating
and air conditioning code




DEPT. OF INDUSTRY, LABOR & HUMAN RELA;{‘}I{E%S 149

Structural

(a) Composition. Units shall be made with portland cement, water and
sul_taiéle aggregates, with or without admixtures, and reinforced as re-
quired,

(b) Standards, Units shall conform to the requirements of Table 53-1V,

TABLE 53-1Y
ARCHITECTURAL PRECAST CONCRETE PHYSICAL REQUIREMENTS

Compressive Strengtht
Use Minimum (psi) Water Purposefully
Absorption Entrained Air
Avg. of 8 Individual Maximum (%) Mintmum (%}

Exposed to freeze-thaw cycles 4,600 3,800 8. 3
{exterfor) .

All others ] 3,600. 8,000 10 —

__(interior)

fCompressive strength shall be determined by procedures outlined in ASTM C-39(s. ILHR
51.25 (12)) or C-42 (s. ILHR 51.26 (13)).

{7) Gypsus uNITS. Units shall conform to the requirements of ASTM
C-52 [s. ILHR 51.25 (15)}. Gypsum units shall not be used in exterior or
iqad-bearing walls or locations exposed to frequent or continuous wet-

ing.

(8) MISCELLANEOUS UNITS. See s, ILHR 50.19 for all other potential
masonry units,

History: Cr. Register, July, 1974, No, 223, efi, 1-1-75; am. (8}, Register, December, 1978,
No. 276, eff, 1-1-79, ) )

ILHR 53.312 Mortar. (1) GENERAL. Mortar as used herein shall be con-
sidered as a mixture containing cementitious materials used to perma-
nently hond masonry or other structural elements,

(2) MORTAR FOR UNIT MASONRY. (a) Composition. Conventional mor-
tar shall be composed of cementitious materials, fine aggregates and
water, Suitable admixtures are allowed.

(b} Standards. All materials used as ingredients in mortar when deliv-
ered to the mixer shall conform to the requirements outlined below:

1. Ceme_ntitious materials. See s. ILHR 53.314.

2, Aggregates. Aggregates shall conform to the folibwing requirements
and to the reguirements of ASTM C-144 [s. ILHR 51.25 (29)).

a. Aggregates shall be graded within the limits of Table 53-V.
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TABLE 53.¥
MASONRY SAND GRADATION REQUIREMENTS

Percentage Passing

Sieve Size

Natural Sand Manufactured Sand

100 100
95 to 100 95 to 100
70 to 1060 70 to 100
40to 75 40to 7B
i0to 85 20 to 40

2te 15 10 to 25
—_— 0to 10

b, The aggregate shall have not more than 50% retained hetween any
2 consecutive sieves of those listed in Table 53-V, nor more than 256%
hetween the No. 50 and No. 100 sieves.

¢, If the fineness modulus varies by more than 0.20 from the value as-
sumed in selecting proportions for the mortar, suitable adjustments shall
be made in proportions to compensate for the change in grading.

3. Water. See s. ILHR 53.315.

4. Admixtures, Where metal ties, anchors or reinforecement are imb.ed—
ded in masonry, chioride, nitrate and sulphate base salts or materials
containing same shall not be used in masonry construction.

(¢) Requirements. Mortar for masonry shall conform to the property
requirements of Table 53-V1 and to the requirements of ASTM C-270 [s.
ILHR 51,25 (34)] unless otherwise noted in this section. If approved lab-
oratory testing is not conduected to indicate compliance with Table 53-
VI, the mortar mix shall be restricted to the provisions of Table 63-VIL

TABLE53-VE
MORTAR PROPERTY REQUIREMENTS

Compressive ‘Water Air

Mortar Type Strengtht Retention Content

Min, (psi) Min. (%) Max. (%)
M. 2,600 5 18
S 1,800 75 i8
N.. 7580 5 . 18
Q... 360 ’ il 18

1 8ee s. ILHR 53.35 {3).
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) TABLE53-YH
MORTAR PROPORTION RESTRICTIONS

Cementitious Materials

{Proporiions by Volume) Aggregate
Mortar Type (Measured in
Portland  Masonry a damp loose
Cement Cement Lime condition)
Lime Cement Mortar
Mo 1 — I Not less than
13 — over i to % 2% and not
1 — over tol¥% . morethan 3
w1 —_— over 1% to 2% times the sum
of the separate
volumes of
1 — cementitious
1 — materials,
N.. 1 —
... wrrrenen— 1 —

(8) GYpsUM MORTAR, (a) Standards. Gypsum mortar shall be com-
posed of one part of unfibered calcined neat gypsum to not more than 3
parts sand by weight, with sufficient water added for workability.

(b} Use resirictions. Gypsum mortar shall be used only with gypsum
tile and block units or as fireproofing.

(4) MISCELLANEOUS MORTARS, (a} High bowd moeriars, See s. ILHR
50.19 for all such mortars, glues and special additives.

(b} Special use moriars, See Table 63-VIil.

(5) Bonb. It is required that sufficient bond be developed to hold the
masonry assemblage together and let it act as a single unit.

Note: Initial rate of absorption of masonry units and quantity of entrained air in mortar are
factors affecting bond strength,

(6) MORTAR USE. Masonry shall be laid in mortar of the types listed in
Table 53-VIII. ' :

TABLE 53-YIH
MORTAR USE REQUIREMENTS

Kind of Masonty Types of Mortar Permilted
Load-bearing or nonload-bearing
masonry in contact with earth Mor$
All other load-bearing masonry M,SorN

Nonload-bearing masonry in exterior
and exposed locations where a high
degree of resistance to frost action is

desired - M,SorN
All other nonload-bearing walls and ;
partitions M, S, NorO

Fireproofing M, S, N, O or gypsum
Special masonry: i

Gypsum partition tile or block Gy‘ps m .

Firebrick or tile Refractory air setting

Stack or chimney walls Composed of portland cement,
hydrated lime putty and
aggregate

History: Cr. Register, July, 1974, No. 223, eff. I-1-75; am. (4) (a), Register, December,
1973, No, 216, eff. 1-1-79. :
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ILHR 53.313 Masonry grout. Masonry grout for non-engmeeled ma-
sonry shall be type M, 8 or N mortar, as used in the construction, to
which water is added to produce a consisteney for pouring without segre-
gation.

Nole: Masonrly grout for reinforced masonry shali conform to the requirements of ASTM C-
476 [s. ILHR 51.25 (40)1.

History: Cr. Register, July, 1974, No?223, eff. 1175,

ILHR 53.314 Cementitious materials; (1) PORTLAND CEMENT. Portland
gsir%esn(tsil)l]a]l conform to the requirements of ASTM C-150 [s, ILHR

(2) MASONRY CEMENT, Masonry cement shall conform to the require-
ments of ASTM C-91 [s. ILHR 51.25 (22)].

(3) HYpRATED LIME, Hydrated lime shall conform to Type 8 require-
ments of ASTM C-207 [s. ILHR 51.26 (32)].

(4) GYpsuM. Gypsum shall conform to the requlrements of ASTM C-
22s. ILHR 51,25 (9}

History: Cr, Register, July, 1974, No, 233, eff, 1-1-75,

ILHR 53.315 Water. Water shall be clean and free from 1nJur10i15
amounts of oil, acid, alkali, salt orgamc matter and other deleterlous
substances.

History: Cr. Register, July, 1874, No, 223, eff. 1-1-76.

: ILHR .53.316 Reinforcing, lies and anchors, (1) REINFORCING BARS.
Reinforeing bars shall con orm to the requirements of ASTM A-166 s
%)HR 51, 25 (6)], A-616 [s. ILHR 51.25 (7)), and A-G17 [s ILHR 51

]

(2) CONTINUOUS JOINT. REINFORCEMENT, (a) Matenal Ties shall be
fabricated from the equivalent of cold drawn wire conformmg to the re-
quirements of ASTM A-82 [s ILHR 51.25 (3)].

(b) Coating. Ties in exterior walls and potentlaliy wet areas shall have
noncorrodible eross wires for the intended use. Conformance with Class 3
requirements of ASTM A-116 [s. ILHR 51.25 (4)) is acceptable

(¢) Assembly. Ties shall consist of the equivalent of at least 2 No 9
steel wire gage longitudinal wires or rods with No. 9 steel wire gage cross
wires or rods spaced not over 16 inches apart along each longitudinal wire
or rod electrically flush or butt welded to tie the outside wires or rods
together and provide mechamcak bond.

(d) Limilations. Tles sha]l be of such dimensions that they provide the
following:

1. Overlap of at least 6 mches at splices.

2. Fngagement of ‘both adJacent wythes; out-to-out spacing of’ su:le
rods to be approxxmately 2 inches less than the total wall thickness.

3. Minimum actual cover over all but the cross wires or rods of 5/8 inch
clear from all masonry unit faces and their joint surfaces,
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(3) INDIVIDUAL TIES AND ANCHORS. (a) Maierial, Ties and anchors
shall be fabricated from steel, brass, bronze or other approved material,
See s, ILHR 53.822 (5) (e} 1.b. '

(b} Coating. Ties and anchors for use in exterior walls and potentially
wet areas shall be noncorrodible for the intended use, Zine coating (hot
dip) conforming to the requiretnents of ASTM A-153 [s. ILHR 51.25 (5)]
is acceptable. :

{e} Limitations. Ties and anchors shall be of such a dimension as to
engage masonry units a minimum of 2 inches on each wythe in which the
tie is placed and retain a minimum actual cover of 5/8-inch clear from all
exposed masonry faces and joints, :

History: Cr. Reglster, July, 1974, No, 223, eff, 1-1-75.

ILHR 53.32 Design. (1) GENERAL REQUIREMENTS. Design of plain
{non-reinforeed) masonry shall be based either on the empirical methed
and limitations of s. ILHR 53.322 or on a detailed engineering analysis
according to the provisions of s. ILHR 53.323. Design of reinforced ma-
sonry shall be based on the provisions of s. ILHR 53,323.

(2} PracTICE. All masonry shall be designed with adequate strength
and proportions.to support all intended superimposed loads, resist all
vertical or horizontal loads as required by this code, and comply with the
fire-resistive eonstruetion requirements set forth in 5. ILHR 51.04,

History: Cr, Register, July, 1974, No, 223, efi. 1-1-75.

ILHR 53.321 Types of masonry. (1) VENEER, FURRING AND TRIM, Ve-
neer, furring and trim comprise a facing of weather-resistant non-com-
bustible materials securely attached to a backing, but not so bonded as
to exert common action under load. See s, ILHR, 53.36 for requirements,

(2) PANBL WALL. A panel wall is composed of weather resisting
nencombustible large masonry units, or small masonry units prefabri-
c?ted into larger assemblages, securely anchored to the framing of the
structure.

(8) SINGLE WYTHE WALL, A single wythe wall is one masonry unit in
thickness and is built of conventional size masonry units.

(4) MULTI-WYTHE WALL, A multi-wythe wall is composed of 2 or more
wythes of conventional size masonry units of the same or different mate-
rials all tied or bonded together.

(a) Grouted wall, A grouted wall is a multi-wythe wall with all spaces
ggtuieen' wythes solidly filled with masonry grout, as defined in s, ILHR
313,

(b) Slushed or parged wall, A slushed or parged wall is a multi-wythe
wall with all spaces between wythes nominally filled with mortar,

(e¢) Hollow wall (includes conventional cavity wall). A hollow wall is a
multi-wythe wall with an air spaee maintained between wythes, A water-
repellent or water-resistant insulation may be placed between wythes.
The deseription of a hollow wall is determined by its nominal out-to-out
dimension, '
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() SPECIAL WALLS (a) Stack or chimney walls, See 5. ILHR 64.46 and
Table 53-VIII for general requirements,

{b) Special use walls. See s. ILHR 53,34 for special requirements.
Hisiory: Cr. Register, July, 1974, No, 223, off. 1-1-75.

ILHR 53,322 Empirical method of design. (1) ‘STRESSES. (a) Generel, 1.
In determining the stresses in masonry, the effects of all loads and condi-
tions of loading and the influence of all forces affecting the design and
strength of the several parts shall be taken into aceount,

2. When the effects of eccentricity of vertical loads, including loads
produced by the deflection of floor and roof units, are likely to cause ten-
sile stresses in the masonry, the masonry shall be demgned in accordance
with the requirements of s, ILHR 53.3238.

(b) Allowable siresses. 1. Compressive stresses. The compressive
stresses in masonry shall not exceed the values given in Table 53-1X.

2. Bearing stresses. See 8. ILHR 53.34 (3) (b).

3. Composite masonry. In composite masonry with different kinds or
grades of units or mortars, the maximum stress shall not exceed the al-
lowable stress for the weakest combination of units and mortar of w}uch
the masonry is composed.
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TABLE 53-IX

ALLOWABLE bOWRESSIVE STRESSES IN UNIT MASONRY!

[eamjonsg

SNOILVIEY NVIWAH % 409V ‘AMLSNANI 40 LI

Allowable Corpressive Str on
Gross Cross-Sectional Area” (psi)

Type of Masonry Type of Masonry Units
Average Ultimate Type M Type S Type N Type O
Compressive St:ﬁngth Mortar Mortar Mortar Mortar
‘ of Masonry Unit® (psi) and Grout and Grout and Grout and Groutt
Single wythe and grouted Rubble stone ——— 140 120 100 80
multi-wythe masonry - Ashlar ite e 800 720 640 500
Ashlar limestone and marblew e —_— 500 450 400 325 .
Ashiar sandstone and cast stone ———— FER—— 400 360 320 250
"Solid units except concrete block —————o 10,000 and over 450 400 350 250
: 8,000 to 10,000 400 350 200 200
6,000 to 8,000 300 275 250 175
4,000 to 6,000 250 225 200 150
2,500 to 4,000 175 160 140 100
Solid conerete block 1,800 and over 175 160 140 100
Hollow load-bearing units ———— 1,000 and aver 90 20 75 60

Slushed or parged multi-wythe All allowable compressive stress values to 20% less than those for equivalent types of single-wythe and grouted multi-wythe
TASONryY INASOnTY,

Hollow multi-wythe masonry Solid units except concrete block ——— 2,500 and over 140 130 110 80
. Solid concrete block 1,800 and over 140 130 110 50
" Hollow load-bearing unit§ —————eee 1,000 and over 70 60 55 -]

. 1Where a type of masonry unit, mertar or %rout is not provided for in Table 53-IX, it will be the practjce of the department to allow  maximum compressive
stress in the masonry which is no more than 15% of the ultimate compressive strength of a masonry assembiage as determined by an approved test. .

2No individual Imasonry unit shall have 2 compressive strepgth less than 80% of the average ultimate compressive strength. -
JIStresses shall be calewlated on actual dimensions rather than nominal dimensions, with consideration for reductions such as raked joints and cavities.
4Type O mortar is permitted only in certain nonload-hearing masonry. See Table 53-VIII.
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4, Stone flexural members. The maximum allowable flexural stress for
natural stone shall be 1/6 of its modulus of rupture,

b. Bolis and anchors, See s, ILHR 53.34 (5).

_ (2) THICKNESS AND HEIGHT. (a) Height of magonry. The height of a wall
is defined for purposes of limitation as the maximum vertical distance
between structural members completely supporting the weight of the
wall or hetween the upper such support and the top of the wall, which-
ever is greater. '

(b) Thickness of load-bearing walls. The minimum thickness of load-
bearing masonry walls shall be at least 12 inches for the upper 36 feet of
their height, and shall be increased 4 inches for the lower 36 feet or frac-
tion thereof. Where a masonry load-bearing wall is made up of 2 or more
Wy;;]hes, l:;htla( thickness of the wall shall not include any wythe less than 4
inches thick,

{bm) Egxceplions lo thickness of lead-bearing walls [s. ILHR 53.322 (2)
{b})]. 1. Stiffened walls, Where single wythe or grouted multi-wythe ma-
sonry load-bearing walls composed of units of the same material are lat-
erally supported at distances not greater than 12 feet apart by masonry
.crosswalls or by reinforced concrete floors, they may be of 12-inch thick-

ness for the whole 72 feet.

2. Top-story. walls. Top-story walls may be of 8-inch thickness pro-
vided that they are not over 12 feet in height and the roof construetion
imparts no lateral thrust to the walls.

3. One-story walls. In one-story buildings not exceeding 9 feet in
height, the walls may be of 6-inch thickness provided that the roof span
does not exceed 18 feet, : . ‘

4, Penthouses and roof structures, Masonry walls above the main roof
level, 12 feet or less in height, enclosing stairways, machinery rooms,
shafts or penthouses may be of 8-inch thickness, and may be considered
as neither increasing the height nor requiring any inerease in the thick-
ness of the masonry below.

5, Walls of apartment buildings. In buildings defined as places of abode
not more than 3 stories in height, walls may be of 8-inch thickness when
not over 36 feet in height and the roof imparts no horizontal thrust,

6. Walls below grade shal:i comply with the requirements of par, (e},

7. Metal tied hollow walls, Hollow walls shall not exceed 86 feet in
height, The space (cavity) between wythes shall be not more than 4
inches; The backing wythe shall be at least as thick as the facing wythe.
When both the facing and backing wythes have a thickness of 4 inches,
the height of such hollow walls shall not exceed 24 feet,

8. Masonry bonded hollow walls, Not allowed,
Nofe: For definition of hollow walls, see s, ILHR 53.321 (4} ().

9, Rubble stone walls. Ali rubble stone walls shall be 4 inches thicker
than required in (b) above, but in no case less than 16 inches in thickness,
Other exceptions above do. not apply to rubble stone walls,
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10, Composite walls, Walls containing clay and concrefe masonry
uhits shall not exceed 48 feet in height.

(¢) Thickness of exterior nonload-bearing walls and parepels. Nonload-
bearing exterior masonry walls may be 4 inches less in thickness than
required for load-bearing walls [including the exceptions under par.
(bm)], but the thickness shall not be less than 8 inches except where 8-
inch walls are specifically permitted.

(em) Baceplions to thickness of exterior nonload-bearing walls and para-
pets [s, ILHR 53.322 (2) {¢)]. 1. Panel walls. Panel walls shall be
designed with sufficient strength and thickness and anchored to the
structure so as to insure adequate support and resistance to wind or other
lateral forees. Panel walls shall not be less than 2 inches in actual thick-
ness and the maximum ratio of height to thickness shall not exceed 30.

2. Parapet walls. Parapet walls shall not exceed 8 times their thickness
in clear height.

(d) Thickness of inlerior nonload-bearing wells (partitions). Nonload-
bearing interior partitions shall be not less than 4 inches in thickness.
Where partitions designed for lateral support at the top are not in tight
contact with at least a 2-hour fire-resistive construction at the top, such
partitions shall be not more than 24 times their thickness in clear height
(see s. ILHR 53.322 (8) (a) 3.).

{e) Walls below grade, Foundation walls shall be not less than 8 inches
in thickness nor less than the thickness of the wall which they support.
When subject to lateral pressure, foundation walls shall have lateral sup-
port at the top of the wall as specified in sub. (6). The height of wall and
%1? gepth below grade may not exceed the values specified in Table 53-

Note: The phrase *depth below grade” is intended to mean height of unbalanced fill.

1. For purposes of Table 58-1X A, *‘solid masonry” means solid units
or hollow units with all cells grouted.

2. a. When the wall is laterally supported by vertical elements at inter-
vals not more than 18 times the wall thickness, in addition to support at
the top of the wall, the depth below grade may be one foot more than
indieated in Table 53-1X A.

b. Pilasters providing lateral support shall have a width not less than
16 inches and shall project from the face of the wall not less than 1/12 the
wall height. All cells of hollow units shall be filed with grout.

. 3. Where the height of wall or depth below grade exceeds the values
indicated in: Table 53-1X A, or if the wall is not laterally supported at the
top, the foundation wall shall be designed in accordance with the provi-
sions of 5, ILHR 53,323 for engineered masonry.

4, When a fgundation wall contains an opening rhore than 4 feet in
width or contains openings in more than 26% of its length, the design of
the wall shall be based upon an engineering analysis.
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TABLE 53-IX A

MAXIMUM HEIGHT OF WALL AND DEPTH BELOY GRADE FOR
MASONRY FOUNDATION WALLS L

Masimum Depth Below Grade E] {Feel)
Foundation Wall - Mazimum
Construction Type of Wall 3
Unit and Nominal Height Granular Backall wil Clay or Silt Backfill wi
Thickzess (Inches) {Feet) Subsurface Drainage Subsurface Drainage
Hollow 8 7 5 4%
Masonry 10 8 6 bl
12| 8 7 | 7
Solid 8 8 5% b
Masonry 10 8 6% 6
12 8 7 7

1 Where lateral support is provided by vertical elements, see s. ILHR 53.322 (2) (e) 2.

2. The depth below grade and height of wall may exceed the values indicated if the design is
based upon an engineering analysis.

3 Clear height between floors providing Fateral support.

4 The depth below grade is determined by the helght of finished grade above the basement
floor or inside grade. Where exterior grade adjacent to the foundation wall is surcharged
Withi]é_a dlistancc equal to the maximum depth permitted, the depth of wall shall be reduced
accordingly,

3 Walls shall be provided with subsurface drainage.

(8) LATERAL SUPPORT. (a) Requirements, All masonry shall be laterally
supported in conformance with the following:

1. Exterior walls, Exterior masonry walls, whether they be load-bear-
ing or nonload-bearing, shali be laterally supported either horizontally or
vertically at intervals not exceeding those indicated in Table 63-X.

TABLE 53-X

MAXIMUM RATIO OF LATERALLY UNSUPPORTED HEIGHT OR
LENGTH TO THICKNESS FOR ALL EXTERIOR WALLS

Mortar Type

Type of Masonry : :
M 8 N ]

Single wythe walls of solid units or grouted
walls of solid units 22 22 20 18
Slushed or parged walls of solid units —— 20 20 18 16

Hollow wallst or walls containing hollow

units 18 18 i6 i2

1In computing the ratio for hollow walls, the value for thickness shall be the sum of the
nominal thickness of the inner and outer wythes,

2. Load-bearing interior walls. Load-bearing interior walls shall have
lateral supports at either vertical or horizontal intervals not exceeding 24
times the wall thickness for solid masonry units and 20 times the wall
thickness for hollow masonry units,
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3. Nonload-bearing interior walls (partitions). Nonload-bearing parti-
tions shall have lateral supports at either vertical or horizontal intervals
not exceeding 30 times the thickness of the wall.

4, Special Masonry Walls. a, The height of an exterior free standing
masonry wall having no lateral support at the top or at the ends may not
exceed 4 times the thickness of the wall,

Note: See s, ILHR 53,322 (2) {em) 2. for parapet walls,

b. The height of a free standing interior wall may not exceed 9 times
the thickness of the wall,

. éb) Methods of lateral support. 1, General, Lateral support shall be pro-
vided by cross walls, pilasters or vertical structural members of sufficient
strength to provide the required support when the limiting distance is
measured horizontally; andfor by floors, roofs or horizontal struetural
elements which are of sufficient strength to provide the required support
when the limiting distance is measured vertically. Provisions shall be
made to transfer all lateral forces to the foundation.

2. Limitations. When horizontal structural elements are depended
upon for lateral support, lateral support by vertical elements shall also
be provided at intervals of not more than 72 times the wall thickness.

(e} Pilasters, A pilaster is a reinforced or nonreinforced masonry sec-
tion which is thicker than and integrally bonded or mechanically keyed
to the adjoining wall by alternate course bonding of masonry or by the
use of pilaster blocks, A mechanically keyed control joint will be permit-
ted on only one side of a pilaster which is used to provide lateral support.
The projecting portion of the pilaster shail be bonded to the wail portion
of the pilaster by lapping at least 50% of the units at the intersection or
using special pilaster units.

1. All pilasters relied upon to provide lateral support shall not be less
than 4 inches thicker than the wall supported nor less than 1/12 times the
pilaster height. The width of pilasters shall be not less than 16 inches.

2. Where a pilaster is needed to carry a concentrated load from a flexu-
ral element, the least dimension shall be not less than 1/40 of the span of
such an element and the height of the pilaster shall not exceed 12 times
the least dimension of the pilaster. All voids, within and between ma-
sonry units, shall be fully grouted.

Note: The intent of this rule is to permit the empirical method of design for masonry pilas-

ters carrying concentrated loads provided the pilaster details eliminaie the eccentricity and

rovided the actual stresses are less than or equal to the allowable stresses, Pilasters may also
designed through engineering analysis in accordance with s, ILHR 53.323.

(d) Piers, A pier is an isolated column of masonry. A load-bearing wall
not honded at the sides into associated masonry shall be considered 4 pier
when its horizontal dimension measured at right angles to the thickness
does not exceed 4 times its thickness.

1. All piers shall have lateral supports so that the vertical distance
between such supports does not exceed 10 times their least dimension for
single wythe or grouted masonry walls of solid masonry units, 8 times
their least dimension for slushed or parged masonry walls of solid ma-
sonry units, and 6 times their least dimension for other masonry.
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2. The least dimension of piers carrying flexural members shall be not
less than 1/30 of the span of the flexural members,

3. Piers shall be laid in running bond unless reinforeed as required for
stack bond walls.

{4) OPENINGS. Unless evidence is provided to show that openings do
not cause lateral stability and stress requirements o be exceeded, the

amount of openings in a masonry wall shall not exceed the limits set forth
in Table 53-XI,

(5) BONDING. (a) General. All types of masonry shall be adequately
bonded.

TABLE 53-XI

MAXEMUM RATIO OF LATERALLY UNSUPPORTED HEIGHT OR
LENGTII TO THICKNESS FOR EXTERIOR WALLS
WITH OPENINGS{

Percent of Openings at any Horizontal Plane of Wall

‘Type of Masonry
20 40 60 Over 60

Single wythe walls of solid uniis
or grouted walls of solid units.., 20 16 12 Submit design

. calenlations
All other Masonry......eemmrinres 18 14 10

1The percentage of openings shall be calculated for each 100 lineal feet of wall or portion
thereof at any horizontal plane of wall. See Fable 53-X for additional restrictions when type
“N" or Q" mortar is used,

(b) Longitudinal bond, 1, Running bond. In each wythe of masonry,
not less than 60% of the units in any transverse vertical plane shall lap
the ends of units above and below a distance not less than 2 inches or %
the height of the unit, whichever is greater. Masonry not lapped as re-
quired above will be considered as stack bond and shall be reinforeed
%;mg(itudinally as required in 2. below for masonry units laid in stack

ond.

2. Stack bond. In each wythe of masonry with units laid in stack bond,
the masonry shall be reinforced by a continuous tie assembly, as defined
in s, ILHR 53.316 (2), at vertical intervals not exceeding 16 inches, For
interior nonload-bearing partitions this spacing may be increased to 24
inches. (For load-bearing walls, see also s. ILHR 53.84 (3) (b) 4.)

3. Single wythe exterior conerete masonry walls, Where units are laid
in running bond, such masonry wall shall be reinforced by a continuous
tie assembly, as defined in s. ILHR 53.316 (2), at vertical intervals not
exceeding 24 inches. The requirement for tie assemblies is waived when
the spacing of control joints is reduced to 80% of the values indicated in
Table 53-XI1, or if the spacing between control joints is 20 feet or less.

{¢) Transverse bond, In multi-wythe masonry, adjacent wythes shall be
bonded with either metal ties or headers in accordance with the follow-
ing:

1. Bonding with metal ties. Adjacent wythes of masonry shall be
bonded by embedment of reinforcement in the horizontal mortar joints
with one of the following methods:
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a, Continuous tie assemblies, as defined in 5. ILHR 53.316 (2), spaced
at vertical intervals not exceeding 16 inches.

b. Individual ties, the equivalent of not less than 3/16 inch dlameter
steel rods, with one tie for not more than each 4% square feet of wall area.
Ties in alternate courses shall be staggered. The maximum vertical dis-
tance shall not exceed 18 inches. The maximum horizontal distance shall
not exceed 36 inches. Ties bent to rectangular shape shall be used with
hollow masonry units. With solid masonry units, either rectangular ties
or ties bent to 90° angles, Z shaped, to provide hooks not less than 2
inches long shail be used. In hollow walls, additional ties shall be pro-
vided at all openings, spaced not more than 3 feet apart around the pe-
ringe};;er and within 12 inches of the opening, Corrugated metal ties shall
not he used,

2. Bonding with masonry bond units (headers). a. Adjacent wythes of
masonty shall be bonded by the equivalent of a full header course over-
iapping hoth wythes at least 3 inches and spaced at intervals not greater
than every seventh course, The clear distance between bond courses shall
not exceed 16 inches for solid units and 24 inches for hollow units, One-
seventh of the wall surface shall be header or bond units.

b. In ashlar masonry, bond stones uniformly distributed shali be pro-
vided to the extent of not less than 10% of the area of exposed faces.

¢. Rubble stone masonry shall have not less than one bond stone for
each 6 square feet of wall surface on both sides, Such walls, 24 inches or
less in thickness, shall have bond stones with a maximum spacing of 3
feet vertically and 8 feet horizontally.

d. Holow walls shall not be bonded with headers.
Note: For definition of hellow walls, see 5. ILHR 53,321 (4) {¢).

3. Interrupted bond. Where a structural member interrupts a backing
wythe such that transverse bond otherwise required eannot he achieved,
the facing wythe shall be bonded to that structural member as in subd. 1,

(d) Bond at tnlersections and corners, Masonry that changes direction,
or meets or intersects other masonry, where dependent for lateral sup-
port, shall be bonded by one of the following methods:

1. Walls laid separately. Provide joints with not less than the following:

a. For load-bearing elements, the equivalent of 1% inch by % inch
anchors with ends turned up not less than 2 inches and not less than 24
inches between turned ends, embedded equally into each adjacent wall
and spaced not more than 2 feet vertically. Where there is not sufficient
thickness of masonry to embed such anchors properly, equivalent
anchorage shall be provided by cross-pins or other means.

b. For nonload-bearing elements, the equivalent of % inch by 22 U.S.
gage anchors, 8 inches or more in length, embedded equally into each
adjacent wall and spaced not more than 16 inches vertically,

¢. When regularly toothed or blocked, the vertical spacing of anchors
required above may be doubled.
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| 2, Walls laid simultaneously. Provide joints satisfying one of the fol-
owing:

a. Lap at least 50% of the units at the intersection.

b. Use det?.ils wlgich are designed to permit differential movement at
the intersection of interior and exterior masonry, provided such details
are consistent with the requirements for lateral stability of the masonry.

(6) ANCHORAGE, (a) General. All masonry dependent upon struetural
elements for continuity or lateral support except as specified in s, ILHR
53.63 (3) shall be securely anchored thereto in such a manner as to resist
alltforcgs, especially wind and all lateral forces acting either inward or
outwara.

(b) Load-bearing masonry. 1. Floor anchorage.

a. All types of concrete floor systems which bear continuously on ma-
sonry with concrete to masonry contact may be considered to provide
adequate lateral support.

b. All other structural elements intended to provide lateral support
shall be securely anchored to the masonry.

2. Roof anchorage. Roof structures shall be securely anchored to load-
bearing masonry with the equivalent of at least %-inch diameter holts
spaced not more than 6 feet on center and embedded in the masonry
according to one of the following methods:

a. A steel plate having a minimum surface area of 6 square inches se-
curely attached to the head of each bolt and completely embedded in the
masonry at Jeast 12 inches.

b. A continuous bond beam the equivalent of not less than 8-inch lintel
(bond beam) blocks with 2 continucus No. 4 bars embedded in 2,500 psi
concrete fill provided at the top of the masonry. The bolts shall be em-
bedcied at least 6 inches and hook beneath the longitudinal reinforce-
ment.

(c) Exlerior nonload-bearing masonry, 1, Anchorage of masonry to the
structural framework. Where masonry is dependent upon the structural
framework for lateral support or transmission of lateral loads, the ma-
sonry shall be anchored to the framework on at least 2 opposite sides of
the perimeter of the wall, with the equivalent of a one-inch wide by %-
inch thick anchor for each 18 square feet of wall surface, embedded at
least 8 inches into the masonry, and spaced not more than 36 inches on
center. Wedging will not be considered as an equivalent method.

2. Anchorage of panel walls suspended from the structural framework.
Exterior prefabricated masonry assemblages and other elements, larger
than conventional size masonry units shall be anchored to their weight
supports with the equivalent of 5% inch minimum diameter stainless steel
bolts or % inch minimum diameter corrosion resistant plated steel bolts.

(d) Interior nonload-bearing masonry. Where masonry is dependent
upon the structural framework for lateral support, such masonry shall be
anchored with the equivalent of a flexible 3/16 inch diameter anchor for
each 12 square feet of wall surface, embedded at least 4 inches into the
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masonry, and spaced not more than 48 inches on center. Wedging may be
used to anchor the top of a masonry partition to its top horizontal sup-
port. i

{7) JOINTING. Joints comnmensurate with lateral stability requirements
shall be instalted in all exterior masonry to allow for expected growth of
clay products and shrinkage of concrete products.

(a) Vertical jointing. Vertical control joints shall be provided at a spac-
ing in compliance with Table 53-X11,

TABLE 53.XE

MAXIMUM SPACING OF EXTERIOR MASONRY CONTROL JOINTS
HETWEEN UNRESTRAINED ENDS{ (FEET)

Openings {Percentage of total wall area)

Loading Conditions Type of Material 0 to 20 More than 20
. Joint to  Jointto  Jolnt to  Joint to
Joint Corner Joint Corner
Load-Boaring ..ocrrerirereiens Clay units ...vcenin 140 10 100 50

..Concrete units..... 60 30 40 20
Nonload-bearing walls......Clay units ...,...eec.. 100 50 60 40
cererrererrre s GORCTELE UNItS.L., J51i] 25 30 20

tJointing required is a minimum and is not intended te prevent mingr ¢racking. The dis-
tances given for maximum spacing of joints are for a single wall plane, For composite walls,
the maximum spacing of joints shall be governed by the masonry material type used in the
exierior wythe. : ;

Note: To accomplish the intended purpose, joints should be located at critical locations such
as {but not limited to) changes in building heights, changes in framing systems, columns built
into exterior walls, major wall openings and changes in materials,

(b) Horizontal jointing. Where supports such as shelf angles or plates
are required to carry the weight of masonry above the foundation level
[see ss. ILHR 53.322 (2) (a) and 53.36 (4) (b)), a pressure-relieving joint
shall be provided between the structural support and any masonry which
oceurs below this level. The joint width shall be such as to prevent any
load being transmitted from the support to any element directly below.
Allmortar and rigid materials shall be kept out of this joint, This type of
joint shall be provided at all such supports in a conerete frame structure
where clay masonry is exposed o the weather,

History: Cr. Register, July, 1974, No, 223, eff. 1-1-76; am. (5) (b) 3 and (6) (¢) !, Register,
December, 1974, No. 228, eff. 1-1-75; am, (3) (¢) 2 and (5) (b) 3, Register, December, 1976,
No. 262, eff. 1-1-77; am. (5)(e} 1.b,, Register, January, 1980, No, 289, eff. 2-1-80; am. (6) (a),
Register, December, 1981, Na. 312, eff, 1-1-82; r. and reer. {2} (bm} 6. and (3} (a) 4., cr. (2)
{e), Register, December, 1983, No, 336, eff. 1-1-84, ’

ILHR 53.323 Engineered masomry. (1) DERNITION, Engineered ma-
sonry means design of plain or reinforced masonry based on an engineer-
ing analysis.

(2) REQUIREMENTS. Caleulations or other substantiating data to jus-
tify a reduction in requirements shall be submitted for all items in con-
flict with s. ILHR 53.322, 53.33 or £3.34,

Note: It will be theénractice of the depart ment to approve designs in conformance with the
following: (1) clay and shale units—"Building Code Reguirements for Engineered Brick Ma-
sonry,” 8tructural Clay Products Institute (now known as Brick Institute of America), 1750
Old Meadow Road, McLean, Virginia 22101 (August 1969); (2} concrete units—*Specifica-
tions for the Design and Construction of Load-Bearing Conerete Masonry,”” National Con-
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crete Masonry Association, P.O. Box 3185, Rossiyn Station, Arlington, Virginia 22209
{1970); (3) cast stone and architeciural precast concrete units—Design of Precast Concrete
Wall Panels,” Title No, 68-46, ACT Journal, July 1971 {also see s, ILHR §3.40); and Yi)stan-

dards of accepted engincering practice, provided proposed materials are in successful similar
use or proven by test to be adequate.

(3) LimiTATIONS. Where design by engineering analysis is based upon
material of a higher grade or a superior workmanship than is generally
provided in accepted practice, it must be clearly established to the satis-
faction of the department by test or other evidence that such quality
exists and will only be employed under special inspection or field testing.

History; Cr. Register, July, 1974, No. 223, off. 1-1-75.

ILHR 53.33 Construction. (1) CoLD WEATHER WORK. Adequate cold
weather construetion and protection pr_ovisions shall be taken to prevent
masonry from being damaged by freezing.

Note: It will be the practice of the department te accept conformance with *“Recommended
Practices for Cold Weather Masonry Construction,” International Masonry Industry All-

Weather Couneil, 1870. (Available from International Masonry Institute, 823 Ibth Street
NW, Washingten, D.C, 20005.)

(2) WORKMANSHIP FOR LOAD-BEARING MASONRY. (a) The maximum
thickness of a mortar joint shall be % inch,

(b) Except for head joints used for weep holes and ventilation, solid
masonry units shall be laid so as to achieve full head and bed joints,

(¢} Hollow masonry units shall be laid with full head joints and full bed
joints under the full bearing areas of the face shells (and under webs
where the adjacent cells are to be filled with grout).

(3) CLEANING. Chemical cleaning agenfs shall be prevented from
harming the metal reinforcement of structural components.

Hislnri': Cr. Register, July, 1974, No. 223, efi. 1-1-75; r. (1) and renum., Register, Decem-
ber, 1974, No. 228, eff. 1-1-75,

ILHR 53,34 Miscellaneous design-construction details. {1) SPECIAL USE
WALLS. (a)} Hollow walls. 1. In exterior hollow walls, suitable flashing
shali bea installed at the bottom of the cavity so as to drain any water
outward.

2, Open vertical joints or weep holes of % inch minimum diameter shall
be provided in the facing just above the flashing at a horizontal spacing
not exceeding 3 feet,

(b) Retaining wells. The tops of exposed retaining walls shall be coped
with noncombustible weatherproof material.

(e} Reuse of existing walls. Existing masonry may be used in the altera-
tion or extension of a structure, provided that under the new conditions
imposed it meets the requirements of this code or is made so by reason-
able repairs.

Note #1: See s. ILHR 51,02 (12} for requirements of parapet walls.
Note #2: Sce s. ILHR 53.11 (4) {e) 2. for requirements for scuppers or relif openings.

(2) CHANGES IN THICKNESS OR PLANE. (a} Nonverlical planes, Details
and techniques for all masonry to be installed in a nonvertical plane shall
be submitted to the department for approval.
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(b) Thickness change requirements. Where hollow walls or walls of
hollow masonry units change in thickness, a course of solid masonry,
concrete-filled hollow units or a econtinuous bearing element shall be in-
terposed hetween the thicker and thinner sections.

{¢) Increase in thickness, including corbels. The thickness of masonry
?h]elﬂl not be increased (in the upward direction), except for corbels as
ollows:

1. The maximum horizontal projection of a corbel from the face of the
wall from which it projects shall not exceed % the thickness of the wall,

2. The maximum projection of a masonry unit shall not exceed % the
height of the unit nor % its bed depth.

(d) Variation in thickness (chases and recesses), Walls shall not be less
than their required thickness between horizontal lateral supports except
where permitted for chases and recesses as follows:

1. Chases or recesses shall not be made in load-bearing walls 8 inches or
less in thickness. Pipes, duets, conduits or similar noncombustible items |
may be installed in cores of hollow units.

2. Chases or recesses shall not be closer than 2 feet to any pilaster,
buttt;ress, cross wall, end wall or other stiffener that provides lateral sup-
port.

3. The maximum depth of any chase or recess shall not exceed % the
thickness of the wall,

; 4t The length along the wall of any chase or recess shali not exceed 4
eet,

5. The clear distance between chases and recesses or each other shall
not be iess than 4 times the wall thickness,

6. Any chase or recess in eonflict with the previous requirements shall
be considered as an opening (see s. ILHR 53,34 (3) (a) 4.).

1. No chase or recess shall reduce the thickness of material below the
minimum required for fire walls, fire division, fire partitions or fire protec-
tive covering of structural members,

(e) Protection. In masonry exposed to the weather, pockets or crevices
En which water may accumulate shall be avoided or protected to prevent
amage.

(38) BEARING. (a) Weight support of maso-nr%/. L. General requirements.
The bearing support for all masonry shall e of noncombustible material
and have lateral stability.

2. Projections. The projection of a wall beyond the edge of a supporting
member other than masonry, such as a shelf angle or edge of a beam,
shall not exceed 1% inches, unless at least % the mass of the wythe of
masonry involved is located directly over the lead-carrying member.

3. Shelf angles. See 5. ILHR 53.322 ({7) (b).

4. Openings. The masonry above openings shall be adequately sup-
ported. The bearing length of structural elements which support the ma-
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sonry above the opening shall be not less than 4 inches, The bearing
gg%szsgs( fx)t these locations shall not exceed those allowed in s, ILHR

{b) Bearing on masonry. Bearing stresses in masonry shall not exceed
those specified in Table 53-1X. Flexural members shall have bearing de-
tails that allow rotation at thei; supports without eausing local failures.

1. Concentrated loads. Beams, girders, trusses, joists and other mem-
bers causing econcentrated loads shall bear a minimum of 3 inches in
length in the direction of span upon at least one of the following:

a. Concrete beam. The equivalent of a nominally reinforced 2,500 psi
conerete beam 8 inches in height,

b. Solid masonry. At least 8 inches in height of masonry composed of
stglid masonry units with all voids and joints completely filled with mor-
T,

¢. Metal plate. A metal plate of sufficient thickness and size to safely
distribute the load to masonry units. For piers and columns, the bearing
plate shall not exceed 60% of the cross-sectional area of the pier or col-
umn and the resuitant reaction of all vertical and horizontal loads shall
fall within the middle third of the member.

d. Bond beam. The bond beam shall be the equivalent of not less than
8-inch lintel (bend beam) blocks with 2 No. 4 bars embedded in 2,500 pst
concrete fill, The loads shall bear on the concrete fill.

2. Continuous loads. Joists, trusses and beams other than wood [for
wood, see s. ILHR 53.63 (4)], spaced 4 feet or less on center and 40 feet in
span, slabs or other members causing continuous loads shall be transmit-
ted to masonry with a minimum bearing length of 3 inches upon solid
ina(sionry at least 2% .inches in height, or as indicated for conecentrated
oauas.

3. Multi-wythe walls. Ties required for transverse bond shall be in-
stalled in the first horizontal mortar joint below the required bears, solid
masonry or metal plate.

4. Stack hond walls. Concentrated loads shall be distributed info ma-
sonry laid in stack hond by a concrete beam or hond beam (as defined in
subd. 1.). For masonry of solid units, 2 addittonal rows of a continuous
tie assembly [as defined in s. ILHR 53.316 (2)] may be used instead of a
concrete beam or hond beam,.

. b.Support of wood floor members. a, Where a wood structural member
is buried in masonry for support, it shall be firecut or a self releasing
device shall be used.

b, Where the end of a wood structural member is built into an exterior
wall, 1? %%-inch air space shall be provided at the sides, top and end of such
member.

{4) JOINTING, See s. ILHR 53.322 (7) for jointing.

(5) BoLts AND ANCHORS. The allowable shear on steel bolis and
anchors shall not exceed the values given in Table 53-X111.
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TABLE 53-X1IT
ALLOWABLE SHEAR ON BOLTS AND ANCHORS

Bolt or Anchor Diameter Embedmentt Allowable Shear
(Inches) {inches) {Pounds)
% 4 270
% 4 £10
% 4 550
% 4 750
% 5 1100
% 6 1500
1 i 1850
1% 8 2250

tBolls and anchors shall be solid-ly embedded in mortar or grout.

History: Cr. Register, July, 1974, No, 223, eff. 1-1-75; am. (1) {d}, ister, December,
1974, No., 228, eff, 1-1.75; am. (3) (b) (intro.) and 1 b, Register, December, 1977, No. 264, efi.
1-1-78; am. (1}, Register, December, 1981, No, 312, eff, 1-1-82.

ILHR 53.35 Tests, (1) GENERAL. All masonry materials shall meet the
requirements of s. ILHR 53.31, and the department may require submit-
tal of test data, at any time, to show conformity.

(2) SAMPLING AND TESTING. The selection and construction of all test
specimens shall conform to standard test procedures and shall be truly
representative of the materials, workmanship and details to be normally
applied in practice,

(8) STANDARDS. The testing of all masontry shali be in accordance with
Table 53-X1V,

(4) SPECIAL TESTS. (a) Fire fests, See s. ILHR 51.04,

(b) Load tests, Whenever there is reasonable doubt as to the stability or
structural safety of a completed structure or part thereof, the depart-
ment may require & load test on the building or portion of the structure
in question.

TABLE 53-XIV
STANDARD METHODS OF SAMPLING AND TESTING

ASTM Test Method
Classification Ttem Including s, ILHR 61,25 (No.)
Base Materials ....... Portland Cement....oeerens . C 160(31)
... Masonry Cement . O 91(22)
... ydrated Lime... . C25(10), C 50(14), C 118{25)

Pl 537), C 472(38)
........ : TG 144{29)

Mor{ar ... o G 2704(34)

Masonry Units .. © 67(20), C 112(26)
C 14071(28)

G 97(23}, C 93(24), C 170(32), C 666(42)

C 42(13), C 97(23)

- C 89(12), C 42(13), C 97(23), C 457(36)

... 0 473(39)

Assemblies.. oo B 72(46), E 149(61), E 447(54)

tMeortar in the field, tested in a laboratory, shall test at least 85% of the minimum com-
pressive strength required, and the field mortar will serve as the final basis for mortar ap-
proval, When mortar is not proportioned according to limitations of Table 53-VII, mortar
shall be pertodically tested by an impartial testing [aboratory. Results of such required test-
ing shall be submitted as evidence of conformity, when requested by the department.
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T1Typieal hollow load-bearing concrete masonry units shall be initially tested for compli-
ance; thereaflter periodic testing may be required as directed by the department. Sampling

shall be done onky by the department or its authorized agents, The time and place of sampling
will be at the discretion of the department.

Note: A record of initiat test and subsequent spot checks will be kept by the deparfment. ’
History: Cr. Register, July, 1974, No, 223, eff, 1-1.75,

ILHR 53.36 Veneer, furring ang trim. {1) GENERAL. Veneer, furring and
{rim as used in this section refers to a facing of weather-resistant
noncombustible materials securely attached to a backing, but not so
bonded as to exert common action under load.

(a) Veneer shall not be considered as part of the masonry when com-
puting strength or required thickness.

(b) Veneer shall not be assumed as supporting any load other than its
own weight.

{2) MATERIAL REQUIREMENTS, (a) General, See s, ILHR 53,31 for typi-
cal requirements of common masonry materials.

(b} Tile and terra-colfa. Such units shall be frost-proof and not more
than 288 square inches in area.

{3) THICKNESS. No materials used for veneer shall have a thlckness
less than the values listed in Table 53-XV.

(4) BEARING AND BACKING SUPPORTS. (a) Bearing and backing sup-
ports shall be weather-resistant and shall provide sufficient strength and
stability to adequately support the veneer.

TABLE 53.XV
MINIMUM THICKNESS OF VENEERS

Minimum Actual thickness
Material {Inchkes)

Clay Brick or Tile 1%
Concrete Masonry 1%
Natural Stone 1%
Cast Stone.,... 1%
Architectural %
Marble Slabs. %
State..vvinnniina %
Architectural Te 1
Ceramic Veneer—Mechanical 1
Ceramic Veneer—Adhesion Anchorage 3/16
Asbestos Cement Boards.... %
Aluminum Clapbeard Siding . 024
Metal—Corrosion Resistant.. 0149

Stucco and Exterior Plaster... %

{b) Masonry veneer 1% inches or greater in thickness shall be sup-
ported by shelf angles or other equivalent weight supports, The spacing
between such supports shall not exceed 18 feet vertically when the veneer
is more than 30 feet above grade.

(5) ATTACHMENT, {a) General. All veneers, supports and attachments
shall be eapable of resisiing a horizontal force equal to the wind loads
specified in s, ILHR 63,12, Attachment shall be accompllshed by
mechanical methods or adhesion,
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(b) Attachment by mechanical methods. All anchors shall be corrosion-
resistant.

1. Veneer of conventional size masonry units (one square foot or less).
Such veneer shall be securely attached to its backing by anchors the
equivalent of 22 U.8. gage corrugated sheet steel % inch wide with at
least one such tie located in every 2 square feet of wall.

2. Veneer of large size masonry units (greater than one square fdbt).
Such veneer shall be securely attached with anchors the equivalent of not
less than % inch diameter bolts in accordance with either of the follow-
ing:

a. Each unit individually anchored to the supporting framework with
at least 3 anchors.

b, Individual units doweled to each other at all horizontal joints and
anchored to the backing at all horizontal and vertical joints so that one
anchor is provided for every 6 square feet of wall surface,

3. Veneer of metal. Exterior mefal veneer shall be securely attached to
its backing or supporting framework with the equivalent of wire of at
least No. 9 steel wire gage spaced not more than 24 inches apart both
horizontally and vertically, Wider spacing where proved adequate may
be used when units exceed 4 square feet in area, provaded there are at
least 4 proper attachments per unit,

{c) Attachment by adhesion, Veneer one inch or less in thickness may be
cemented to 2 masonry or concrete wall or to exterior portland cement
plaster on high rib galvanized meta} lath with an adhesive, provided that
the bond is sufficient to withstand a shearing stress of 50 psi after curing
for 28 days. Individual units so attached shall not exceed 30 inches inany
one dimension nor have more than 640 square inches of face area, -

{6) JOINTING, Pressure-rehevmg joints commensurate w;th ]ateral sta-
bility requirements shall be provided both horizontally and vertiealiy

where needed to compensate for diferential movement between veneer
and backing or frame. See also 5. ILHR 53.822(7). L

(7) GROUNDING. Metal veneers fastened to supporting elements which
are not a part of the grounded imetal framing of a bulldmg shall be effec-
tively grounded .

Histery: Cr. Reglster, July, 1974, No 223, e&’ 1-1-75.

PART IV — CONCRETE

ILHR 53.40 Concrete requirements, The desigh and construction of
structures in concrete of cast-in-place or precast construetion, plain, re-
inforced or prestressed shall conform to the rules and prineiples of the
foHlowing standards;

ACI 8td. 318 [s. ILHR 51.26 (1)), Buiiding Code Requirements for
Reinforeed Concrete.

"Note: The following standards and recommendations are recognized. by the department as
being good englneermg practice; (1) Cornmentary on Building Code Requirements for Rein-
forced Concrete. ACI Report 318; (2} “Recommended Practtce for Selecting Proportions for
Conerete,”” ACI Std, 211. ga) “Recommended Practice for Selecting Proportions for Struc-
tural nghtwelght Concrete, ACI Std. 211.2; (4} “Recommended Practice for Hot Weather
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Conereting,” ACI 8td. 605; (5) "Recommended Practice for Cold Weather Conereting,” ACI
Std. 308; (6) “Manual of Standard Practice for Detailing Reinforced Concrete Structures,”
ACI Std. 315; (7) “Recommended Practice for Evaluation of Compression Test Results of
Field Concrete,” ACI Std. 214; {8) ""Recommended Practice for Measuring, Mixing and Plae-
ing Conerete,” ACI Std. 614; (9) “Iiecommended Practice for Concrete Formwork,” ACI
Std. 347; {10} “‘Specification for the Design and Construction of Reinforced Concrete Chim-
neys,” ACI Std. 505; (11) “Suggested Design of Joints and Connections in Precast Structural
Concrete,” ACI Report 512; (12) “Guide for Cellular Concretes Above 50 pel, and for Aggre-
gate Concretes Above 50 pef with Compressive Strengths Less than 2500 psi,”” ACI JOUR-
NAL, February 1976 (Copies of above standards and recommendations may be obtained
from American Concrete Institute, P.O. Box 19150, Redford Station, Detroit, Michigan
48219); {13) “Recommended Practices for Welding Reinforcing Steel, Metal Insertsand Con-
nections in Reinforced Concrete Construction,” AWS Std. 12.1 (American Welding Society,
2501 N'W 7th St,, Miami, Florida 33125). :

History: Cr, Register, July, 1974, No. 223, off. 1-1-75; am. Register, Decembez, 1981, No.
312, eff, 1-1-82. :

ILHR 53.41 Gypsum concrete requirements. (1) GENERAL. The design
and construetion of gypsum conerete shall be in accordance with the fol-
lowing standards:

{a) ASTM C 317 [s. ILHR 51.25 (35)], Standard Specifications for
Gypsum Concrete,

{b} ANSI A 59.1 {s, ILHR 51.27 (5)], Specifications for Reinforced
Gypsum Conerete,

(2) LIMITATIONS, Gypsum concrete shall not be used where exposed
directly to weather or where subject to wetting, Gypsum conerete shall
be protected from freezing or coming in contact with moisture during
shipment, storage, erection or pouring. :

History: Cr. Regigter, July, 1974, No. 228, eff. 1-1-75.

ILHR 53,42 Vermiculite concrete requirements. Vermiculite concrete,
when used in roof systems and slabs-on-grade, shall be in aceordance
with: ANSI A 122.1 [s. ILHR 51.27 (B)], ‘‘Specifications for Vermiculite
Conerete Roofs and Slabs-on-Grade.” Vermiculite conerete shall not be
used where it can be subjected to moisture.

History: Cr. Register, July, 1974, No. 223, eff, 1-1-75.

PART V — METALS

ILHR 53.50 Structural steel requirements. The design, fabrication and
erection of structural steel for buildings and structures shali conform to:
AISC [s. ILHR 51.27 (2)], “Specification for Design, Fabrication and
Erection of Structural Steel for Buildings,” and the provisions of the ac-
companying commentary for this specification, with the following modi-
fications:

(1) FABRICATOR SPLICES., Any shop or field connection or splice not
specifically shown on the designer’s drawings shall have been previously
approved by the designer and a record shall be kept of this approval,
This record shall be submitted to the department when requested.

(2) LATERAL BRACING MEMBERS. (a) Individual bracing members pro-
viding lateral restraint to columns or to eompression flanges of beams
and girders or to compression chords of trusses shall be proportioned to
resist at least 2% of the compression foree in the element braced unlessa
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suitable analysis is made to determine the appropriate strength and stiff-
ness of the bracing member.

{b) An analysis shall be conducted when braemg forees larger than 2%
of the compression force are encountered in laterial bracing members,
such as angles, channels and zee sections.

Nole: These bracing forces may be encountered as a result of the lack of symmetry of the
lateral bracing members,

(3) CERTIFICATION AND IDENTIFICATION, {a) Cerizﬁcate‘on. All struc-
tural steel shall have a mill report or a test report made in accordance
with ASTM A-6 [s. ILHR 51.25 (1)] from the steel supplier; the reports
shall include the information on the minimum yield strength and chemis-
try of the steel furnished. Upon request by the department, the supplier
or fabricator shall furnish certified mill reports, test reports, affidavits
and/or other information abouf the steel for the specific project.

(b) Marking of steel. Steel used for main components in completed
members or assemblies shall be marked. This marking shall be accom-
plished by color coding or other means of identification as to its type or
grade prior to shipment from the mill. The marking shall be continued
through the fabricator's plant to the construction site. Steel which con-
forms to ASTM A-36 [s. ILHR 51.25 (2)] dESIgnatlon may he fabrlcated
without marking,

Note: The type and grading may be indicated by the ASTM specification designation or a
designation correlated to the information included on the certified mill or test report.

(e) Acceptable steel types, Steel of structural quality shall conform to
the standards specified in section 1.4.1.1 of the AISC [s. ILHR 51.27 (2)].
Steel types not listed in the above mentioned section of the AISC may be
used if approved by the designer. An approval letter indicating conform-
ance with pars. (a) and (b) shall be sent to the department.

History: Cr. Register, July, 1974, No, 223, eff. 1-1-76; am. {2), Register, December, 1983,
No. 336, eff. 1-1-84,

ILHR 53.51 Cold formed steel reguirements, The design of cold-formed
steel for buildings and structures shall conform to the AISI [s. ILHR
51.27 (4)] “Specification for the Design of Cold-Formed Steel Structural
Members,” and the provisions of the accompanying commentary for this
specification, with the following modifications: -

(1) PABRICATOR SPLICES, See s. ILHR 53.50 (1) °

(2) LATERAL BRACING MEMBERS. See 5. ILHR 53.50 (2).
(3) CERTIFICATION, See s. ILHRE, 53.50 (3) (a).

History: Cr, Register, July, 1974, No. 223, efi, 1-1-75.

ILHR 53.52 Steel joisi requirements, The design, fabrication and erec-
tion of steel joists shall conform to the *“Standard Specifications, Load
Tabhles, and Weight Tables for Steel Joists and Joist Girders' adopted by
the 8J1 [s. ILHR 51.27 (9)].

Eil;‘silog]: Cr. Register, July, 1974, No.223, eff, 1-1-75; am. Register, January, 1988, No. 289,
eff, 2-1-80.
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ILHR 53.53 Structural welding of steel, The requirements of this section
shall apply to all welds on or between materials within the seope of ss.
ILHR 53.50, 53.51 and 53.52.

(1) BAase METALS. Steels to be welded under this code are listed in AWS
D 1.1, sections 8.2 and 10.2 [s. ILHR 51.27 (8)].

{2) FiLLER METALS. Filler metal requirements that are acceptable
under this code are listed AWS D 1.1 section 4.1 [s. ILHR 51.27 (6)].

(3) WELDING PROCESSES. (a) Manual shielded metal are, submerged
are, gas metal arc and flux cored are welding processes conforming with
the procedures established in AWS D 1.1, sections 2, 3 or 4 [s. ILHR
51.27 (6)] shall be considered as ptequahﬁed and are approved for use
mthout performmg pracedure qualification tests,

(b} Electroslag and electrogas welding processes will not be considered
as prequalified. They may be used provided a procedure is developed and
provnded it eonforms to the applicable provisions of AWS D 1.1, sections

2,3 or 4 [s. ILHR 51.27 (6)]..

' (4) WELDING PROCEDURES. {a) Procedure specification. All welding pro-
cedures shall be prepared as a written procedure specification. This writ-
ten procedure specification shall be prepared by the manufacturer,
fabricator or contractor and shall be made available or submitted to the
department when requested.

{b) Procedure qualification. All joint welding procedures shall be previ-
ously qualified by tests as preseribed in AWS D 1.1 section 5.6 [s. ILHR
51.27 (6)], except for the prequalified procedures exempted in s. ILHR
53.63 (3) (a). The test shall be conducted under the supervision of an
approved testing laboratory and the test results shall be submitted to the
department for approval.

{6) DESIGN OF WELDED CONNECTIONS AND JOINTS, The details of all
joints shall comply with the requirements of AWS D 1.1, section 2 and
seetion 19, parts C and D [s. ILHR 51.27 (6)]. All joint forms, except
those specified in AWS D 1.1, seetion 2 and section 10, parts C and D,
shall not be used unless gualified to the satisfaction of the department.

(a) Stud welding, Stud welding shall be done by a procedure qualified in
aceordance with the requlrements of AWS D 1.1, section 4, part T [s.
ILHR 51.27 (6)}.

(6) OPERATOR QUALIFICATIONS, A!l structural welding work shall be
done by certified [as defined in s, ILHR 53.53 (7)] welders, The required
qualification test shall be conducted under the supervision of an ap-
proved testing laboratory. The weld test report shall be submitted to the
department for evaluation, Test specimens shall be submitted when re-
quested by the department.

(a} The manual welders shall be tested and qualified in accordance
with AWS D 1.1, section 5, part C {5, ILHR 51.27 (6)].

(b) The manual tackers shall be tested and qualified in accordance
with AWS D 1.1, section 5, part E {s. ILHR, 51.27 (6)}
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(¢) The welding machine operator shall be tested and qualified in ac-
cordance with AWS D 1.1, seetion 5, part D {s, ILHR 51.27 (6}].

(7) OPERATOR CERTIRCATION. The department will issue to the welder
or welding machine operator who has suceessfully passed the prescribed
qualification tests, a certificate bearing his name, soctal security number,
identifying mark, the process, the procedure specification number and
other pertinent information from his qualification test, This certificate
will remain in effect for 3 years provided the operator is continuously
engaged in welding operations without an interruption of more than 3
consecutive months, If the interruption exceeds 3 consecutive months,
the certificate shall automatically become void. ' ‘

(a) Bach manual welder and tacker or welding machine operator shall
be retested every 3 years in accordance with s. ILHR 53.53 (6).

(b) Bach manual welder and tacker or welding machine operator cer-
tificate which has become void due to welding operation interruption ex-
ceeding 3 consecutive months or having exceeded the 3-year certificate
time limit can be renewed oniy be retesting at an approved testing labo-
ratory. S S ' o

(8) WELD IDENTIFICATION, Fach structurally significant member shall
have its welding identified by a distinguishing mark stamped on the
member by the certiﬁ_ed welders involved.

(9) CRITERION OF FINAL ACCEPTANCE. All structural welding is subject
to examination by approved inspectors and such inspection shall be the
final criterion for conformance and acceptability for the intended use.

(10) STRUCTURAL WELDING DONE OUTSIDE THIS STATE. All welding
shall conform with the requirements of s, ILHR 53.53 except the require-
ments -of -sub. (7). In leu of operator certification, manufacturers and
suppliers of structural steel shall, prior to commencing any welded con--
struction, submit evidence of procedure qualification, if not prequalified,
and welder certification that has been approved by an independent test-
ing laboratory which is acceptable to the department, Manufacturers
and suppliers are required to keep the welder certification eurrent.

Nole: The welder certification requirement may be submitted and kept current by having
the approved testing laboratory submit, & list of certified welders to the depariment, The sub-
mittal ma{ be a part of the materials approval information submitted for s, ILHR 50.19 or
may be submitted separately for the manufacturers not having a materials approval.

. Histery: Cr. Register, July, 1974, No.. 223, eff, 1-1-76; am. {10}, Register, December, 1977,
g{o 0, 264, off, 1-_1-78; am {6} and (6)(a), {b) and (c), Register, January, 1980, No. 289, eff, 2-1-

ILHR 53.54 Aluminum framing requirements. The design, fabrication
and erection of aluminum structural framing members shall conform to
“Specifications for Aluminum Structures” [s. ILHR 51,27 (1)], published
by The Aluminum Association,

History: Cr. Register, July, 1974, No. 223, off. 1-1-75.

ILI_-!R 53.55 Stainless at‘eel.requiremeﬁlé. The design, fabrication and
erection of light gage stainless steel framing members shall conform to
Register, December, 1983, No. 336
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AISI s. ILHR 51.27 (4)}, “Stamless Steel Cold-For med Structulal De-
sign Manual.”
: Hlslm'ss“] Cr, Register, Juiy, IBM‘NO 223 eff, 1-1-75; am. chister,January, 1980 No. 289,
eff

" 'ILHR 53.56 Slcel cable reqmremeuls The design, fabrication and etec-

tion of steél eables for buildings shall conforin to AISI [s. ILHR 51.27
(4)], “Manual for Str uctu1a1 Aﬂpitcatlons of Steel Cahles for Bu:ldmgs "

Hlstor) Cr, Register; January. 1980 No. 289, eff. 2-1-80.

' ILHR §3.57 Other metals. The design, fabr 1cat10n and erection of other
metals or metal alloys not specifically listed in this section sha]l be in
accordance with the provnstons of s. ILHR 50.19. )

istory::Cr. Register, July,: 1974 No. 223, eff. 1-1-75; am. Register, December, 1976, No,
252,&5 1-‘77 renum. from Ind 53 56 and am,, chlster, January, 1980 No. 289 off 2.1-80,

. CPART VL i -
WOOD AND WOOD FIBER PRODUCTS

ILHR 53.60 Geneml (1 Scope. The lequlrements of ss. ILHR 53 60 to
53.63, inclusive, shall apply to the materials, design, and construction
‘ procedul es used-in ali wood and wood ﬁber products constl uctmn work
under this code,

(2) DerFINITION, Wood and wood fiber ploducts include those struc-
tural elements derived from solid wood, structural glued-laminated tim-
‘hlel piywood ﬁbolboald hardboard and other wood-ﬁber—based matel i-
als R P

'|‘ A . '.-11

lhstoq Cr. Reglster, July 1974 No 223 eff 1-1475,

E

ILHR 53.61 Materlals and dcsngn of slructural elemems (1) SAWN LUM-
-BER. The material characteristics and the design provisions of load-bear-
ing struetural sawn lumber shall be in accordance w1th the foilowmg
_adopted standard and listed exceptlons

~(a) “Natlonal Design Speclﬁcatlon for Wood Const: uctlon” [s ILHR
'51.27.(8)] and its supplement,

1, Exceptions; a, Section 4.1.7. The provisions of t}us section sha}] aiso
apply to reused lumber. Reused lumbm shall be cons:dmed to have a
duration of load factor of 0.90. :

b. Section 4. 2 2. In addition to requlrmg gt‘adlng in conformance w1th
ASTM D 245 {s. ILHR 51.25(43)], lumber (including reused lamber) of
species and grades not listed in the supplement to the NDS [s, ILHR
51,27 {8)] shall be identified by the grade mark of, or certificate of inspec-

;tlon issued by, a lumber gradmg or mspectlon bureau or agency recog-
'mzed as bemg competent . .

il Sectton 2.2.5.3, The cumulativa eﬁ‘ects of short—tlme loads, such as
snow, shall be considered in determining duration of load. For snow load
no greater duration of load factm than 1.05 shall be used..

(2) STRUCTURAL GLUED-LAMINATED TIMBER. Structural glued-lami-

‘nated timber is an engineered, stréss-rated product of d timber laminat-

ing plant comprising assemblies of specially selected and prepared waood
=Reglster December, 1983, No. 336

Bulldmg and: heatmg, ventﬂatmg
‘and air conditioning code




DEPT. OF INDUSTRY, LABOR & HUMAN RELATIONS 175
Structural ILHR 53

laminations securely bonded together with adhesives, The grain of all
laminations is approximately parallel longitudinally. The following stan-
dards are adopted as part of this building code for the design and produc-
tion of structural glued-laminated timber, except that the modification
(laf design stresses for duration of load shall be as specified in sub. (1) (a)

{a) AITC 117 [s. ILHR 51.27 (8}], “Standard Specifications for Strue-
tural Glued—Lgminated Timl_)m" of Softwood‘Species.”

(b) AITC 119 [s. ILHR 51.27 (3)), “Standard Specifications for Hard-
wood Glued-Laminated Timber.” - y :

(3) Rounp roLEs. Allowable unit stresses for nongraded round poles
used as structural members other than piling shall be 80% of the allow-
able unit stresses for select structural grade beams and stringers (19%
moisture eontent ) ofithe appropriate species as listed in-the supplement
to the National Design Specification for Wood Construction [s. ILHR
51.27 (8)}. No obviously unsound load-bearing poles are to be used.
Higher allowable stresses will be permitted for round péles graded in ac-
cordance with a recognized standard; -

Note: ASTM designation D 3200-73 “Standard Specification and Methods for Establishing
Recommended Design Stresses for Round Timber Construction Poles” is acceptable for
E;ra:iied r"ound poles. ANSI Standard 05.1-1972 may be used for poles subject to transyerse
oads only. - . i B R

(4) PILING, See s. ILHR 53.24.

(5) PLywoon. (a) The quality and design of all plywood used in con-
struction of all buildings and structures shall conform to the minimum
standards under this section. All plywood when used structurally, in-
cluding among others, use for siding, roof and wall sheathing, subfloor-
ing, diaphragins, and built-up members, shall conform to the perform-
ance standards for its type in U.S. Product Standard PS 1 [s. ILHR 51.27
{11)} for softwood plywood/construction and industrial, Bach panel or
member shall be identified for grade and glue type by the trademarks of
an approved testing and grading ageney. In addition, all plywood when
permanently exposed in outdoor applications shall be of exterior type.

Note: It will be the poliey of the department to approve designs in conformanece with the
following: (1) “‘Plywood Design Specification” including Supplement No, 1 *“Design of Ply-
wood Curved Panels”; Supplement No. 2 *“Design of Plywood Beams"; Supplement No. 3,
“Design of Flat Plywood Stressed-Skin Panels"; and Supplement No, 4 “Design of Flat Ply-
wood Sandwich Panels”; (2} “Plywood Diaphragm Construction”; (3) Laboratory Repoert
121, “Plywood Folded Piate Design and Details”; (4) Laboratory Repert 93, “*Load-Bearing
Plywood Sandwich Panels”; and (5} “Fabrication Specifications Plywood-Lumber Compo-
neénts: CI-8, BB-8, 88-8, SP-61, FF-62, PW-61" (above publicattons available from the
American Plywood Association, 1119 A Street, Tacoma, Washington 98401); (6) Design
Guide HP-8G-11, “Structural Design Guide for Hardwood Plywood” (available {rom the
Hardwood Plywood Manufacturers Assoctation, 2310 South Walter Reed Drive, Arlington,
Virginia 22206).

{b) No part of any of the above referénced standards shall supersede
the general live load requirements of s, I‘LHR B3.11. -

(6) RECONSTITUTED WOOD BASE-FIBER AND PARTICLE PANEL MATERI-
ALS. Materials of this type, when used structurally, shall be approved by
the department in accordance with the requirements of 5. ILHR 50.12,
Evaluation will be based on ASTM D 1037 [s. ILHR 51,25 (44)].

Register, December, 1983, No, 336
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" (7) SOLID WOOD FLOOR AND ROOF SHEATHING. Minimum thickness of
nonstress rated lumber used for floor and:roof sheathing shall be in ac-
cordance with Table 53-XVI. o

TABLE 53-XV¥§
MINIMUM NET THICKNESS OF LUMBER PEACED (INCHES)

Perpegdicular to Support Diagonal to Support

Use Span Surfaced Surfaced Surfaced Surfaced
: (Inches)} Dry} Unseasoned 1+ Dryf Unseasoned
Floors.. i 24 a4 25/32 3 : 26/32 -
16 5/8 11/16 b/8 11/16

ROOfSmissmsins 24 5/8 CAY16 . %4 . 2532

tMaximurn 19% mioisture content.

(a) The above dimensions shall be the Ihinimum dimensions for lumber
with grades as specified in Table 53-XVII.. '

. R ‘ 'TABLE 53-XVIl ’
MINIMUM BOARD GRADES

~_ Bolid Floor or Roof L
Grading Agency __ Sheathing Spaced Roof Sheathing

West Coast Lumber Inspection Bureaut....uveeivn. Utility Standard )
Western Wood Products Association... .4 Common or Utility 3 Common or Standard
Southern Pine Inspection Bureat .cuvmrcmimsnein No.3 . .. No.2 .
Redwood Inspection Service. i e Merchantable Construction, common
National Lumber Grades Authority ..., 4 Common or Utility 3 Common or Standard
Northern Hardwood and Pine - e v

Manufacturers Association .o 4 Common 3 Common
Northeastern Luntber. Manufacturers S et

Assoctation .o osneoeesnn 4 Commen ) 3 Common .

‘$The above grades are taken from grading rulesapproved by the Ameriean Eumber Stan-
dards Committee.  * - - R BN A AN R
. (8) TIMBER FASTENERS, The design and use of timber fasteners shall be

in accordance with the requirements of National Design Specification for
Wood Construction [s. ILHR 51.27 (8)]. .

" (a) Fastener identification. Light gauge perforated metal plate connee-
tors shall be permanently identifiable with regard to their gauge and
manufacturer. _ L : L

(9) WOOD FOUNDATIONS AND WALLS BELOW GEADE, (a} Design. 1. The
design of wood foundations and walis below grade shall be in accordance
with the following adopied standard and subd. 2: “All-Weather Wood
Toundation System, Basic Requirements,” Technical Report No. 7
under s, ILHR 51.27 (8). ' : :

2, Exceptions: a. Section 3.3.1. Fasteners for use in preservative
treated wood shall meet the requirements of this article. Fasteners of
silicon bronze or copper or stainless steel types 304 or 316, as defined by
the Ameriean Iron and Steel Institute classification, shall be permitted in
preservative treated wood above or below grade. Fasteners or fastener
matertals not otherwise permitted under this article shall be permitted if
adequate comparative tests for durability, including the effects assool-
Register, Decernber, 1983, No, 336
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ated with wood treating chemicals, demonstrate performance equal to or
greater than the specified fasteners or fastener materials, -

(h) Materials. All humber and plywood shall be treated in accordance
with the following adopted standard and shall be identified as to con-
formanee with such standard by an approved inspection agency: :

1. “Quality Control Program for Soft-Wood Lumber, ‘Timber and Ply-
wood Pressure Treated with Water-Borne Preservatives for Ground
Contact Use in Residential and nght Commercial Foundations™ {s.
ILHR 51.27 (6a)).

History: Cr, Register, July, 1974, No, 223, eff, 1.1-75; am, (2) Regmter. December, 1974,
No. 228, eff, 1-1-75; r, and recr. (2), Regtster. Apnl 1975 Neo. 232, eff, b-1-75; am, (1) (a), (3)
and (8) (intro.), cr. (9), Register, December, 1978, No, 276, off. 1- 1-79; reprmted ta correct
printing error in (8), Register, April, 1980, No, 292 am, (2), Register, December, 1981, No,
312, off, 1-1-82; am. (9) (a) (intro,), renum, (9) () 1a, tobe(Q} (a)2 I. (9) {a) Lb,, Reglster,
December, 1983 No 336, off, 1-1-

ILHR 53. 62 Spcclal sys!ems (1) Woob TRUSSES, Wood trusses shall be
constructed in accordance with the following recommended standard
and the listed exceptions:

a) “Design Specification for Metal Plate Connected Wood Trusses”
[s ILHR 51.27 (10)] :

1. Exceptlons and addttlons.

a, Section 302.2. Moment coefficients used in the design of top chord

“ members shall be based on the assumption of no fixity at member ends or

joints due to plate connectors. Moment and buckhng factors as shown in
Table 1 of TPI-78 are acceptable,

b. Metal plate connectors shall be'tdentifiable as stated in s. ILHR
53.61'(8) (a).

¢, The modification of design stresses for duration of load shall be as
speclﬁed in s. ILHR 53.61 (1) (a)l.c.

(b} For trusses with nail-glued plywood gusset plates. caleulations and
design reference source shall be submitted to the department.

(¢} Mechanically fastened trusses shall conform to section 8.4, “Tim-
E}ge;‘ Connector Jomts " of N atlonal Design Specification [s. ILHR 51.27
1.

 History: Cr. Register, July, 1974, No. 223, eff, 1- 1-75 er. (1) {a} 1.c., Register, December,

1974, No. 228, eff, 1-1-76; am. (1) (e), Reglster December, 1978, No. 276 eff, 1-1-79; am. (1)},

lz!‘%glster, Fcbmary, 19‘79 No, 2718, e[l 3 1-78; am. (1)(a) 1. 2. Reglster, January, 1980 No.
eff

ILHR 53 63 Minimunt construct on reqmrements The requlrements of
this section shall apply to all wood framing,

Note: Recognized wood t'rammg and construchon details indicated in “Wood Construction
Data No. 1 and No. 5" of the National Forest Products Assoclation, Technical Services Diyi-
sion (1619 Massachusetts Ave. NW, Washington, D.C. 20036) is recommended as good de-
-gign and construction practice,

_(1) Fire sToPs. Fire stops shall be provided at all intersections of inte-
rior and exterior walls with floors, ceilings and roof in such manner as to
Reglster, December, 1983, No, 336
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effectively cut off communication by fire through hollow concealed
spaces and prevent both vertical and horizontal drafts,

{a) Furred walls shall have fire stops placed immediately above and
below the junction of any floor construction with the wails, or shall he
fire-stopped the full depth of the joist.,

'(b) All spaces between chimney and wood frammg sha!l be sohdly ﬁ!led
-mth noncombustlble material at floor leveis ! ;

" (e)y All concealed spaces between stair strmgers at the top and bottom
oI the stair run shall be ﬁrestopped

(d) All wood fire  stops as requlred in this section shall be lumber not
less than 2 inches in nominal thickness, or % inch’thick plywood with
" joints backed, and not less in width than the enclosed space within the
partition except as provided for chimneys, Fire stops may also be of %"
gypsum board or other approved noncombustlble materlals, secur ely
fastened in p}ace

(2) Woon FRAMING INTO F[RE—RATED MASONRY WALLS. See S, ILHR
51 045 (1) (m)

(3) F!RE—CUTTI\IG Wood members suppm ted in masonry wails shall
have the ends of such members splayed or firecut to allow free end rota-
tion in the vertical plane of the member, out of the masonry wall. See also
s. ILHR 53.34 (3) (b) 5. b.

(4) BEARING, (a) Joists and trusses, The ends of each Jcnst or truss shall
;have not less than 1%-inch length of bearing on wood or-metal nor less
than 8-inch length on hollow or solid masonry units.

(b) Beams and girders. The ends of beams or girders supported on ma-
sonry or concrete shall have not less than 4-inch length of bearing. See
a]so s. ILHR 53 34 (8).

(5) NOTCHING AND DRILLING, No notchmg of outer ﬁbers of structural
members is permitted unless substantiated by design caleulations. Circu-
Iar holes bored in joists and studs that are within the middle one-third of
the depth of joist or.studs are permitted without design caleulations.

{6) DECAY PREVENTION. Where wood is used in parts of a building ex-
posed £o moisture that causes the moisture content of wood to exceed
19%, the woed shall be adequately ventilated or treated with preserva-
tive., All lumber and plywood required to be treated with a preservative
shall be identified by a guality mark or certificate of inspection of an

.appmved -ingpection ageney which maintains continued supervision,
testing and inspection over the quality of the product in accordance with
the adopted standards of the ‘American Wood Preservers Bureau.

(a) All wood columns, posts and l’rame legs whose base is sub;eet to
deterioration due to moisture shall hear on concrete or other inerganic
materials which extend at least 3 inches above the adjacent surface un-
less treated with preservative,

(b) The ends of wood structural members built into exterior masonry
walls or into conerete shall be treated with preservative or a moisture-
proof barrier shall be installed on the bearing surface.

Register, December, 1983, No. 835
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Nolc In areas subjeet to termite attack, refer to “Design of Wood Structures for Perma-
nence’’ (published by the National Forest Products Association, 1619 Massachusetts Ave.
NW, Washington, D. C. 20036) as suggested by Natlonal Design Specifications [s, ILHR,
51, 27 (8)), Append:x F, section B.2.

() Tnuss BRACING AND ANCHORAGE. All wood trusses shall be securely
fastened to the supports and each truss shall be secured in position in
accordance with National Design Speclﬁcatlon [s. ILHR 51.27 (8)]," Ap-
pendix A, section A 10 .

(3) ANCHORAGE:. Anchorage shall be in accordance wtth s, ILHR 563, 12
(2).

(9) Cross BRIDGING. Cross bridging shall be furnished in accordance
with section 4.4.1 of NDS [s, ILHR 51.27 (8)]. When joists support floor
or roof decks other than wood or wood decks which are not adequately
attached, cross bndgmg shall be prov1ded at 8-foot 1ntervals

{10) SoLiD BLOCKING All floor and roof joists shall be supported later-
ally at the ends and at each support by solid biocking except when the
ends of joists are nailed to a headér, band or rim joist or to an adjoining
stud. Solid blocking. shall be provlded between floor joints where sub-
jected to concentrated loads. Solid blocking shall be not less than 2
inches in nominal thlckness and the full depth of the joist. -

“(11) JoisT.8UPPORT. Floor or roof joists shail not he toe nailed into the
side of beams and girders for support. Such joists shall be supported by
joist hangers, ledgets or metal plate connectors of adequate structural
capacnty p ;

: (12) STUD WALLS Unless ev1dence is provxded to 1nd1cate otherwlse,
f;he maxiiium spacihg and height of studs shall be ini accordance with
Table 53- XVIIL. Notchmg and drilling of studs shall conform to sub. (5),
Where load-bearing studs are spaced” at 24-inch ‘intervals, the roof
‘trusses, rafters, and joists shall be eentered over the studs or, in Ileu
thereof, solid blocking egual in sme to the studs sha}i be mstalled to rein-
force the double plate above Ceona :

(13) MINIMUM RECOMMENDED NAILING SCHEDULE Unless ev1dence of
design for the connection is pyowded the connection shall have a mini-
mum nailing in accordance with T_ablel_53-XIX_ or its equivalent.

TABLE 53-XVIIT '
MAXIMUM SPACING AND HEIGHT OF STUDS

Spacing {Inches)
Grade Referring Height Exterior or Interior & Non-

Size to Fb and Fe (Feet) Load-Bearing Load-Bearing
2 by 4 or larger..... Utilily., 8 16 24
2'by 8. ..Standard and better... 8 16 16
2by 4—3 by 4 Standard and better... . 12 16 24
2hy Gor ]arger ..Standard and better... 18 24 24

Reglster, December, 1983 No 336
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: TABLE 53-XIX
MINIMUM RECOMMENDED NAILING SCHEDULE

Nailing
. Connection ' (usmg commen hails)
Joist to sill or girder, toe nail... 3-84
Bridging to joist, toe nail each end ... 2-8d )
Ledger strip... 3-16d at each joist
1* x 6" subﬂoor ar [ess ta each ]mst T 28d
Qver 17 x 67 subfloor to each joist, face nail... 3-8d
2" subfloor to joist or irder, biind and face 1ail ... 2-16d
Sole plate to joist or blocking; face nail.... 16d at 16" oc
Top plate to stud, end nail........ 2.16d
Stud to sole pIate toe nail.. 4-8d
Doubled studs, face nail .. 16d at 24" oc
Doubled top piates, tace nail ... 16d at 167 ac
Top plates, laps and mtersectlon 3 2-16d
Continuons header, two pleces égd at 16” oe along each
ge
Ceiling joists td plate, toe nail.., . -3-8d
Continuous header to stud, toe HA searrerenssres 4-8d
Ceiling joists, laps over partltlons face nail 3-16d
Ceiling joists to paraliel raftérs, face nail 3-16d
Rafter to plate, toe nail...iu S 38d
One-inch brace to each stud and plate, face natl 2-8d
17 x 8" sheathing or less to each bearmg, face na C28d
Over 1 x 8" sheathing to each bearmg ace nail ... 3-8d.-
Built-up comnér studs..omreneinin . 164 at 24" oc
Built-up girders and BEAMS,cir.vommerermnns 2gd at 327 o¢ a!ong each
edge

History: Cr. Register, July, 1974, No. 223, eff, 1-1-75; am. {8) intro., Register, December,
1976, No. 252, eff. 1-1-77; am. (7) and (9), Reglster, February 1976, No 2’18 eff, 3-1-79; am.
{1) and {6) (mtro.), Regnster, December, 1981, No 312, eff. 1-1-82.

ILHR 53.64* Wood foundations. Foundations for 2-story bulldmgs of
type 7 and 8 construction or 3 story buildings of type 7 construction may
be construeted of treated wood when the design is based upon the soil
bearing values contained in s. ILHR 53.21 and the structural design is in
aceordance with the standards listed in's, ILHR 53.61. All pressure-
treated wood and plywood shall be treated and identified in accordance
with adopted standards of the American Wood' Preservers Bureau as
specified in s, ILHR 61.27 (6a). N

Note: Section ILHR 51.02 (4) (b) 1. b. requires that exterior walls below the first ﬂoor struc-
tural system be counted as a story when constructed of materials other than masonry or con-
erete, Therefore, buildings utilizing woed foundations will be limited to 3 levels (2-story and
bas];ement 2astory and ground ﬂoor, or 3 story with trea.ted wood l‘rost watl ancl nocrawl space
ot basemen :

History: Cr, Register; December, 1978 No. 276,eE{ 1-1-79;am., Register. December, 1981,
No. 312, eff. 1-1-82.

*See Appendix A for further explanatory material.

ter, December, 1988, No. 336
Building and heating, ventiiatmg
and air conditioning code




	336ILHR53.pdf 

